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About This Manual 


Purpose 
This manual is for operators and supervisory personnel of the IBM 3197 Model D 
display station. It describes how to: 
@e Use each key 
e Enter, modify, and remove information 
@ Respond to messages and error codes 
@ Perform operator tasks. 
Organization 


This manual contains the following information: 


Chapter 1 identifies the locations and explains the functions of the switches and 
controls, and the display screen (operating status line and message line). 


Chapter 2 identifies the unique features of the 122-key typewriter keyboard. 


Chapter 3 describes how to operate the display station using a 122-key 
typewriter keyboard. 


Chapter 4 identifies the unique features of the IBM enhanced keyboard. 


Chapter 5 describes how to operate the display station using the IBM enhanced 
keyboard. 


Appendix A lists the error codes and the related recovery procedures. 


Appendix B provides information about 122/124-key and IBM enhanced keyboard 
layouts for languages other than U.S. English. 


About This Manual _ Iii 


Related Publications 


IBM 5250 Information Display System Planning and Site Preparation Guide, 
GA21-9337, provides cable specifications to assist in planning for the 
installation. 


If You Need More Information 
You may wish to refer to one of the following publications: 
@ IBM 3197 Model D Display Station Problem Solving Guide, GA18-2547. 
@ IBM 3197 Model D Display Station Setup Instructions, GA18-2546. 
@ /BM 3197 Display Station Description, GA18-2544. 


@ /BM 5250 Information Display System Functions Reference Manual, 
SA21-9247. 


@ Creating Displays: Screen Design Aid and System Support Program, 
$C21-7902, describes how to change the function of command keys. 
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Chapter 1. Becoming Familiar with Your Display Station 


Your display station is made up of three workstation elements: video, logic, and 
keyboard elements. Each element can be easily disconnected and replaced if 
you have operating problems. 


The display station can attach either of the following two types of keyboard 
elements. 


@ 122/124-key Typewriter Keyboard (124-key for Japanese Katakana and 
122-key for the U.S. and other countries) 


@e IBM Enhanced Keyboard (102-key for the U.S., 103-key for the countries 
other than the U.S., 104-key for Japan) 


This manual describes the functions and operations of the 3197 display station 
using the U.S. English 122-key Keyboard and the U.S. English 102-key IBM 
Enhanced Keyboard. 


For key-top nomenclatures and keyboard layouts for countries other than the 


U.S., refer to Appendix B, “Keyboard Layouts for Languages Other Than U.S. 
English.” 
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Switches and Controls 


Figure 1-1 shows the locations of switches and controls on the display station. 


= rr 
Video Element 
Contrast Control Power Switch 
Brightness Control \ Power-On Li 
y, ght 
Video Stand 


—=—— Logic Element 
Je Security Key 


Keyboard Element 


Figure 1-1. Locations of Switches and Controls 


Note: There are two different types of keyboards. Figure 1-1 shows the 122-key 
typewriter keyboard. The other type is the IBM enhanced keyboard. 


Warning: An improperly wired outlet or plug can place 
hazardous voltages on accessible metal parts of this display 
station. The power cord and plug (when supplied) on your display 
station have been approved for use with this display station and 
meets the necessary testing laboratory/test house standards. For 
your safety, the power cord and plug must be connected to a 
properly wired and grounded outlet. The customer is responsible 
for the outlet and plug wiring. 


If it becomes necessary to change the power cord or plug or if the 
outlet is improperly wired, have the change made according to 
local or national code. A new power cord may be ordered from 
your IBM sales representative. 
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Power Switch 


Power Switch 


Power-On Light 


Power-On Light 


Brightness Control 


acne 


a 


Contrast Control 


sein: 


Decrease AN Increase 


Security Keylock 


Lock Position a 


Unlock 


Position 


The function of each switch or control is described below. 


When the switch lever is moved to the right (toward 1), the display station’s 
power is turned on. Moving the lever to the left (toward O) turns the display 
station’s power off. 


When you power on the display station, tests will run to make sure all elements 
are operating as they should. If there are any problems during these tests, an 
error code appears on the operating status line (see Figure 1-2), and an alarm 
may sound. See Appendix A, “Error Codes and Recovery Procedures” for a 
description of the error codes. 


When the power switch is set to | (on), this indicator lights. 


Turning this knob counterclockwise dims the screen. Turning it clockwise 
brightens the screen. 


Turning this knob counterclockwise increases the contrast between the 
characters displayed and the background display. Turning it clockwise 
decreases the contrast between the characters displayed and the background 
display. 


_When the security key is in the locked position, the security keylock prevents 


anyone from entering or viewing data on the display screen and a % ©. symbol 
appears on the operating status line (bottom line of the display screen.) 


When a printer is attached to the display station and is in operation, even if the 
security key is locked, the printer can receive and print data from the host 
system. 


To unlock the keylock and operate the display station, insert the key and turn it 
clockwise until it stops. The key can be removed from the keylock in either the 
locked or the unlocked position. 
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e of the Video Element 


90 degrees to the right of the left. 


Adjusting Ang! 


nt can be rotated 


The video eleme 


The video element can also be tilted up OF down. 
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Adjusting Keyboard Slope 


You can select two keyboard angles for both types of keyboards. 


To adjust the keyboard to the highest angle, turn the keyboard over and flip the 
legs down from the underside of the keyboard. The legs lock into place. 


With the legs locked into the keyboard, the keyboard sits at the minimum angle. 
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Display Screen 


Your display screen is divided into two basic areas: data area and message 
area. | 


The data area is used to display the data received either from your keyboard or 
the host system. The data area can display up to 1920 characters (24 lines of 80 
characters), 3564 characters (27 lines of 132 characters) and 3280 characters (41 
lines of 80 characters). Selection of the data area format depends on the 
selected terminal mode or the host application program. For additional details 
about the terminal mode, see Chapter 3 for the 122-key typewriter keyboard and 
Chapter 5 for the IBM enhanced keyboard. 


The message area is divided into two sub-areas: message line and operating 
status line. The message line is a dedicated area to display error messages 
and help text received from the host system or the controller. The detailed 
information about the error messages is described in Appendix A. 


The area below the separator line is the operating status line and is used to 
display the operating status of your display station or the attached printer. The 
messages of the symbols displayed on this line are described in the following 
section. 
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Figure 1-2 shows the standard format (1920 characters) of your display station. 
The 25th line is message line and the 26th line is the operating status line. 


1 = Character Positions —_______—_________ =» go 


Data Area 1 


Message Line 


Operating Status Line 


WS ce 
Separator Line 


Figure 1-2. 1920 Character Screen Format 
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Figure 1-3 shows the condensed screen format (3564 characters) of your display 
station. The 28th line is the message line and the 29th line is the operating 
Status line. 


Data Area 1 —<——_—_________—_—_—_—-Character Positions ————_____ 1 32 


Message Line 


Operating Status Line 


Separator Line 


Figure 1-3. 3564 Character Screen Format 
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Figure 1-4 shows the split screen format (3280 characters) that consists of two 
data areas: one from togical display station 1 and the other from logical display 
Station 2. The 25th and 44th lines are the message lines and the 45th line is the 
operating status line. 


1 << Character Positions ——______________=» 80 


Separator 
Message Line Line 


Message Line 


Operating Status Line 


Separator Line 


Figure 1-4. 3280 Characters Screen Format 
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Symbols on the Operating Status Line 


The various symbols appearing on the operating status line are used to indicate: 


@ Operational status of the display station 


@ Operational errors or machine failures detected by your display station 
@ Selection of the available functions. 


The symbols available for the operating status line vary depending on the 
modes: normal communication, setup, record/play, and printer setup. The 
following sections describe the location and the meanings of the symbols in 
normal communication, setup and printer setup modes. 

For the symbols in record/play mode, refer to “Record/Play Operation” in 


Chapter 3 for the 122-key typewriter keyboard and Chapter 5 for the IBM 
enhanced keyboard. 


Symbols in Normal Communication Mode 


The symbols that are displayed on the operating status line during 
communication with the host system are shown in Figure 1-5. 


Keyboard Shift/Capslock 
Katakana Shift 
Insert 


2N >> 2 KKK LLLEEEE Y OT GE M RR/CCC 


A 
Zz 


Error Code 
Link Error Count 
Keyboard Error 


Count 


Keylock 
Input Inhibit Character Set Selection 


Cursor Locator 


Message Waiting2 
(See Note! ) 
Message Waiting 1 Dim Indicator 


Diacritic Mode 
Logical Display Station Number (See Note 2) 
System Available 


Notes: 


1. If you select one-display or display-printer mode (see chapter 3 or 5 for 
more information), the Message Waiting 2 does not appear. 


2. If you select two-display mode, the active logical display station number (1 
or 2) will be indicated. 


Figure 1-5. Operating Status Line Symbols in Normal Communication Mode 


1-10 IBM 3197 User’s Guide 


The following table explains the operating status line symbols for normal 
communication mode and the actions to take, if required. 


|Symbol | Symbol Name Meaning/Action 


System The host system connected to your display station is operating and 
Available available. 


Logical Indicates which logical display station is currently active. (two-display 
Display mode only) 
Station 
Number 
Message The blank symbol ( _) indicates that the host system has one or 
or Waiting 1 more messages for logical display station 1 and the display screen for 


F logical display station 1 is active. If logical display station 1 is inactive, 
the symbol is a solid one ( F ). 


| Message The blank symbol ( _) indicates that the host system has one or 
or Waiting 2 more messages for logical display station 2 and the display screen for 
y logical display station 2 is active. If logical display station 2 is inactive, 


the symbol is a solid one (— F ). 


= Input Inhibit Your input will not be accepted by the system. 
This symbol appears when: 


e The host system is processing your input. 
e The host system is very busy. 
e Anerror condition was recognized by the host system. 


Note: If the condition is not an error and this symbol remains for an 
abnormal length of time, contact your supervisor. 


Keylock The security key of your display station is locked. Nothing can be 
Locked displayed until it is unlocked. 
KKK Keyboard Indicates the number of keyboard errors since you set your display 
Error Count station power switch to | (on). (Appears only when the extended 


display function is enabled.) 


Link Error | Indicates the number of link parity errors since you set your display 
Count station power switch to | (on). (Appears only when the extended 
display function is enabled.) 


EEEE Error Codes A four-digit number. These error codes define your operational errors. 
A short audible alarm sounds. 
| Refer to Appendix A, “Error Codes and Recovery Procedures” to clear 
| | errors. | 
Keyboard The keyboard is in upshift. 
Shift | 
Katakana Shift | The keyboard is in Katakana shift. 
(Only for users who have a Katakana keyboard.) 
Indicates that you pressed the Ins (Insert) key. 


Diacritic Mode Indicates that your display station is in diacritic mode. This symbol 
appears when you press an accent key: circumflex ( * ), grave accent 
(>), tilde (~), cedilla (, ), diaresis (~ ), or acute accent ( ~ ). Diacritic 
mode is a function of the host system program and not of the dispiay 
station. To find out how to use diacritic mode, see your system operator 
or the system program manual. 
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/Symbol | Symbol Name Meaning/Action 


pf Indicates that you have not pressed any key for 2, 5, 10 or 20 minutes 


depending on the setting of the display dim interval adjustment in setup 
mode (either offline or online setup mode). (The screen is blank, except 
Multinational 
Character Set 


the operating-status line.) 


Press any key to restore the original display image. 


Indicates when one of the following is selected in test mode or when the 
extended display is enabled: 


@ The multinational character set 
@ Acountry-specific character set. 


RR/CCC Indicates the row and column where the cursor is currently positioned. 
Locator 
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Symbols in Setup Mode 


While in setup mode (either offline or online setup mode), the current selections 
of your display station functions are displayed on the operating status line. 
some of the function selections are available only in offline setup mode. Those 
selections can be changed for the operation’s needs (see Chapter 3 or Chapter 5 
for more information about your keyboard type). 


Figure 1-6 shows the available symbols for setting your display station 
functions. 


=” 


| Cursor Locator 


Keyboard ID 


Station Address 2 
(or Printer Address) 


Terminal Mode 


Keylock Z (One-Display) 
_—F -Displ 
Input Inhibit = + Ne mi aM 
ive (Display-Printer) 
Setup Mode Symbol 


Station Address 1 
es Character Set Selection 
| Clicker Volume Adjustment (0-5) 
| Clicker Symbol 


| Alarm Volume Adjustment (0-5) 


Alarm Symbol 
Display Dim Interval Adjustment 
(0, 2, 5,.10, 20 minutes) 


| —_——- Dim Indicator 


Ruler Style Selection 
+ (cross-hair) 
— (horizontal) 
| (vertical) 


Figure 1-6. Symbols in Setup Mode 
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—s Symbol Name Meaning/Action 


Input Inhibit Your input will not be accepted by the system. This symbol appears 
when the security key of your display station is locked. You cannot 

change the selection of the setup mode functions. Pressing the Reset 
| key clears this symbol and the security keylock symbol. 


Keylock The security key of your display station is locked. 
Locked 


p Ruler Style This symbol shows which ruler style (cross-hair +, horizontal — 


vertical | ) is currently selected. To enable or disable the ruler, the 

Rule key should be used (see the description of the Rule key in Chapter 

2 for the 122-key typewriter keyboard and Chapter 4 for the IBM 

enhanced keyboard). 

| Dim Indicator 

Display Dim The numbers (0, 2, 5,10 and 20) means the time interval to start the auto 
Interval display dim function. 
Adjustment 


Alarm Symbol This symbol shows the location on the screen of the alarm volume 
adjustment selection (next to this symbol). 


_ Alarm Volume’ |} The number (0 to 5) shows the level of the alarm volume currently 


This indicator shows the location on the screen of the display dim 
interval adjustment selection (next to this indicator). 


Adjustment selected. The value 0 means no alarm sound will be generated. The 
value 5 means the highest sound level available. 


Clicker This symbol shows the location on the screen of the clicker volume | 
Symbol adjustment selection (next to this symbol). 
Clicker The number (0 to 5) shows the level of the clicker volume currently 


Volume selected. The value 0 means no clicker sound will be generated. The 
Adjustment value 5 means the highest sound level available. 


| Character Set This symbol means the multinational character set currently selected. 
Selection Pressing the Cmd21 (F21/F9) key alternates the character set with the 
country unique character set. The symbol ‘M’ also disappears. 


Station | The number (0 to 6) means the station address for you display station (in 
Address 1 case of two-display mode operation, this station address is for logical 
Selection workstation 1). 


One-Display This symbol shows one screen image, and indicates one-display mode 
Mode Symbol is currently selected. One-display mode implies operation of one 
workstation with one workstation address. 


Two-Display — | This symbol indicates that two-display mode is currently selected. 
Mode Symbol Two-display mode implies operation of two workstations with two 
workstation addresses. 


Display-Printer | This symbol indicates that display-printer mode is selected. 
Mode Symbol Display-printer mode implies operation of one display station with one 
workstation address and one printer with one printer address. 
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/Symbol | Symbol Name Meaning/Action 


Station The number (0 to 6) means the station address for the logical 
Address 2 workstation 2 is currently selected. This selection is used only for the 
Selection operation of two-display mode. 


Printer The number (0 to 6) means the printer address for the printer attached 
Address to the display station (Same position as workstation 2). This selection is 
Selection used only for the operation of display-printer mode. 


Sa Keyboard ID This symbol shows your keyboard ID. 


RR/CCC Cursor This symbol indicates the cursor locator function enabled. Pressing the 
Locator Cmd11 (F23/F11) key disables or enables this function. 
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Symbols in Printer Setup Mode 


When you attach a printer to your display station, you have to select the printer 
functions such as character size, line spacing, printer emulation type, and so on. 


Pressing the SetUp key on the 122-key typewriter keyboard or the F13/F1 key on 
the IBM enhanced keyboard while pressing and holding the Alt key makes your 
display station enter printer setup mode. While in printer setup mode, the 
current status of the printer function selections is displayed by symbols on the 
operating status line. You can newly set or change the printer functions from 
the attached keyboard. (See “Printer Setup Mode Operation” in Chapter 3 for 
the 122-key typewriter keyboard and Chapter 5 for the IBM enhanced keyboard.) 


Figure 1-7 shows the symbols for the printer setup mode. 


Printer Setup Mode Symbol 
@ System Available 


Setup Mode Symbol 


Figure 1-7. Symbols for Printer Setup Mode 
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Print Quality 

® a (Near Letter) 

@ . (Draft) 

@ . - (System Designated) 


Line Pitch (LPI) 


eo @ .. (Standard Height) 


@ -{(Double Height) | @ =~ (System Designated) 
@ .* (Standard Height) 


Character Pitch (CPI) 

@= e- 

e: a @ =< (Proportional Spacing) 
e @ =~) (System Designated) 


Symbol Symbol Name Meaning/Action 


Setup Mode This symbol will be displayed with the printer setup mode symbol when 
the display station enters printer setup mode. 


Printer Setup Either symbol means that the display station is in printer setup mode. 
Mode The symbol ) means that the host system is available for the 
attached printer. The ~" means the host system is not available for 


the attached printer. 


Character 
Pitch 
Selection 


The number next to the -+- indicates the character pitch (characters per 
inch) currently selected. Up to eight character pitch selections are 
available depending on the printer attached to the display station. For 
more information about character pitch selections, refer to chapter 3 or 
5, “Printer Setup Mode Operation” of this manual. 


Line Pitch = | The number next to the : 
Selection currently selected. Up to seven line pitch selections are available 
depending on the printer attached to the display station. For more 

information about line pitch selections, refer to chapter 3 or 5, “Printer 
Setup Mode Operation” of this manual. 


Print Quality The symbol indicates one of the three print qualities (Near Letter, Draft 
and System Designated). For more information, refer to chapter 3 or 5, 


“Printer Setup Mode Operation” of this manual. 


Either -212 or =6 indicates which IBM printer the attached printer 
emulates. The printer attached to your display station is a PC printer 
and is needed to emulate the printer; either IBM 4214 or IBM 5256. 


Device ID 


Either “27 or -*° indicates the available character set for the attached 
Character Set printer. If the attached printer is either the IBM 4201 or the IBM 4202, 


. select 437. If the attached printer is the iBM 5201, select 850. if your 
| | | keyboard is a Katakana keyboard, neither character set is available. | 


Printer 
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Chapter 2. The 122-Key Typewriter Keyboard 


This chapter describes the keyboard layout of the U.S. English 122-key 
keyboard and the function of each key. 


Keyboard Layout of the U.S. English 122-key Typewriter Keyboard 


The arrangement of the data entry keys is almost the same as that of a 
typewriter. The function keys surrounding the data entry keys are arranged for 
ease of use while in power data entry operation. 


Figure 2-1 on page 2-2 shows the keyboard layout of the U.S. English 122-key 
typewriter keyboard. 


The top two rows of keys have a command (Cmd) number on the top half of the 
key and a symbol or words on the overlay surrounding the top two rows. The 
functions on the overlay are used to make display and keyboard adjustments 
(discussed later in this book). To use the command function assigned to the key, 
see your host system operating manual. 


The right side of the keyboard has a calculator-like keypad for entry of numeric 
data. 


Appendix B contains keyboard layouts for languages other than U.S. English. 
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IBM 3197 122-key Typewriter Keyboard Layout (U.S. English) 


Figure 2-1. 


Many of the data-entry keys are typematic (repeat-action) keys. The following 


figure shows which keys are typematic (shaded) and which are non-typematic 


(unshaded). 
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Key Functions 


This section describes all key functions and identifies the locations of the keys 
used to activate the functions. 


Command (Cmd) keys are used to pass information between the display station 
and the host system programs and to perform display station operations. 


Some keys have a name printed on the front of the key. To activate the key 
function, that key must be pressed while pressing and holding an Alt key. 


The names printed on the top of a key are the functions activated when it is 
pressed alone. 
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OLA) 
OPED 


The highlighted keys (shown on the left) are described with the associated 
functions after this figure. 


System Request 


This function can vary depending on the host system. With most systems, this 
function is used to: 


@ Start and select an alternate job 


@ Notify the host system that the display station is ready to select a new 
program or activity 


Then 
e@ Request that the keyboard be unlocked (after normal error-recovery action 
has failed) so data can be entered. 
Enter 
for To use this function, press and hold the Shift key and press the System Request 
(SysRq) key. Then press the Enter key. 
To cancel this function, press the Reset key, then press the Enter key. 
Attention 
The Attention function (activated by pressing the Attention key) is used to 
Attn 
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temporarily stop the present display station activity to select a new activity. 
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Erase Input 


Fy: Ey 


Print 


Help 


Hex 


Alt | 
J} + 


When you press and hold the Alt key, then press the Clear key, the display 
screen goes blank (except for the cursor, the operating status line, and the 
message line). 


A host system program can change the way this function operates, allowing 
recovery if you accidentally press the Clear key. Call your host system operator 
or refer to the host system operating manual. 


The erase input function erases the display screen and moves the cursor to the 
first input position on line one. To operate this function, press and hold the Shift 
key, then press the Erase Input key. 


When the display station is under program control, this function erases all the 
characters from an input field and moves the cursor to the home position 
(usually the first input position of the first input field) on the display screen. 


The print function (activated by pressing the Print key) sends a print request to 
the host system. If supported, the host system program selects the printer for 
printing the data dispiayed on the dispiay screen. 


To cancel the printing operation of the printer attached to the display station, 
press the Quit key (pressing and holding the Alt key and then press the Reset 
key) after entering printer setup mode (press the Setup key while pressing and 
holding the Alt key). 


The help function (activated by pressing the Help key) provides (1) an 
explanation of current error conditions or (2) help information from the host 
system. The host system must be programmed to provide the Help function. 
See Appendix A, “Error Codes and Recovery Procedures” for more information 
about error codes. 


The hex function is used to enter the hexadecimal value for a character. To 
enter a hexadecimal value, press the Hex key while pressing and holding the Alt 
key, then enter the corresponding hexadecimal value using the alphanumeric 
keys. (Refer to the /BM 5250 Function Reference Manual, SA21-9247 for a 
hexadecimal value for each character.) 
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The play function (activated by pressing the Play key) is used to play back 
often-used keystroke sequences (words or sentences) recorded in a Command 
(Cmd) key (see the description of the Record function). See 

Chapter 3, “Operations Using the 122-key Typewriter Keyboard” for more 
information about this function. 


Pressing the Test key while pressing and holding the Alt key enables the display 


ae station to run additional display station tests. This key sequence is valid only 
+ when the test pattern is on the screen. See the /BM 3197 Model D Display 


Station Problem Solving Guide, GA18-2547, for instructions. Press the Reset key 
to exit test mode. 


When the SetUp key is pressed, the display station enters setup mode, allowing 
you to: . 


Select the multinational character set (offline setup mode only) 
Select the keyboard ID (offline setup mode only) 

Set the station address for workstation 1 (offline setup mode only) 
Set the station address for workstation 2 (offline setup mode only) 
Set the printer address (offline setup mode only) 

Select the terminal mode (offline setup mode only) 

Select the display dim interval 

Select the ruler style 

Adjust the alarm volume 

Adjust the clicker volume 

Enable/disable the clicker action 

Enable/disable the cursor blink 

Select the cursor style 

Enable/disable the extended display 

Enable/disable the cursor locator. 


When you press the SetUp key again, the display station exits from setup mode. 
(For more information, see Chapter 3, “Operations Using the 122-key 
Typewriter Keyboard”). 


Printer Setup Mode 


Pressing the SetUp key while pressing and holding the Alt key enables the 


display station to enter printer setup mode. 
t tUp 
: ae 
— | The printer setup mode allows you to: 
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Set the device ID (device ID mode only) 

Select the printer character set (offline printer setup mode only) 
Set the character pitch 

Set the line pitch 


IBM 3197 User’s Guide 


@® Specify the print quality. 


When you press the Printer Setup Mode key while pressing and holding the Alt 
key, the display station exits from printer setup mode. For more information, 
see Chapter 3, “Operations Using the 122-key Typewriter Keyboard.” 


Record 


The record function (activated by pressing the Record key) records the 
keystroke sequences assigned to the Command (Cmd) keys. See 
tee Chapter 3, “Operations Using the 122-key Typewriter Keyboard” for more 
information about the record function. 


Pause 


The pause function (activated by pressing the Recrd key while pressing and 
| | + holding the Alt key) temporarily halts the record operation (see the description 
[Pause \ of the record key function). Pressing this key again enables continuing the 

record operation, but the Pause key is recorded in the keystroke sequence. In 
the playback operation of that keystroke sequence, if the playback stops 
because of the Pause function, press the Play key to continue the playback. 
(See Chapter 3, “Operations Using the 122-key Typewriter Keyboard” for more 
information about the record/play functions.) 
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Character Backspace 


Field Advance 


Field Exit 


The character backspace function (activated by pressing the Character 
Backspace key) moves the cursor back to the previous position in which data 
can be entered. 


If the cursor is in the first position of an input field, it moves back to the last 
position of the preceding input field. 


The field advance function (activated by pressing the Field Advance key) moves 
the cursor to the first position of the next input field. 


The field exit function (activated by pressing the Field Exit key) causes the 
cursor to exit an input field, and null characters (displayed as blank) are 
inserted from the current cursor location to the end of the field. 


When you press the Field Exit key in a right-adjust field, the data to the left of the 
cursor is shifted to the right. The vacated positions are filled with zeros or 
blanks as specified by the program, and the cursor advances to the next input 
field. 
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Shift Lock 
When the Shift Lock key is pressed: 


@ The keyboard locks in upper shift. 

@ The alphabetic characters (A through Z) are entered as uppercase letters. 

@ The symbols on the top of the numeric keys and the punctuation marks on 
the upper half of the other keys are entered. 


ls 


To return the keyboard to lower shift, press and release either Shift key. 


w” 
> 
=n 


When either Shift key is pressed and held down: 


® The alphabetic characters (A through Z) are entered as uppercase letters. 
@ The symbols on the top of the numeric keys and the punctuation marks on 
the upper half of the other keys are entered. 


The reset function (activated by pressing the Reset key) is used to (1) unlock the 
Reset keyboard when iocked because of an error condition and (2) end ine commana, 
help, insert, and system request functions. 


aaa 


~—,, 
— 


Quit 


The reset function does not unlock a keyboard that is locked by the host system. 


— 
= 


The quit function (activated by pressing and hoiding the Alt key, then by 
pressing the Quit key) ends a recording sequence and playback sequence (for 
more details, refer to Chapter 3, “Operations Using the 122-key Typewriter 
Keyboard”). 


, | Alt 


This key is also used to stop the printing operation and cancel the printing of the 
remainder of the file in printer setup mode. The attached printer, then, starts 
printing the top of the next file. 


The Enter key is used to send to the system data you have typed on the display 


i) screen. 
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Data Entry 


Data is entered on the display screen in the same way as it is on an ordinary 
typewriter. Pressing a data entry key causes the character shown on the keytop 
to appear on the display screen as data. 


AAAAAEERARAAE 
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Field Backspace 


Duplicate 


Zoom 


The highlighted keys (to the right of center) are described with the associated 
functions after this figure. 
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The field backspace function (activated by pressing the Field Backspace key) 
moves the cursor back to the first position of the current field. If the cursor is 
already in the first character position, it moves back to the first position of the 
previous field. 


When the duplicate function is activated by pressing the Duplicate key in a field 
programmed to allow duplication, an asterisk with an overscore (*) is placed in 
the cursor position. This requests the program to duplicate the data from the 


same field in the previous record. 


The zoom function (activated by pressing the a~-a key while pressing and 
holding the Alt key) allows you to change the screen format from the split screen 
to the non-split screen (full screen) or the non-split screen to the split screen in 
two-display terminal mode. 


Note: Incase of the non-split screen in two-display terminal mode, pressing the 
Jump key while pressing and holding the Alt key changes the screen data by 
switching the connection between logical workstation 1 and logical workstation 
2. 
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New Line 


Insert Mode 


(i 
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The Jump function (activated by pressing the Jump key while pressing and 
holding the Alt key) allows you to change the active screen (where a cursor 
resides) from one split screen to the other (when the screen format is split) in 
two-display terminal mode. When the screen format is non-split, this key allows 
you to make the hidden screen active. 


The repeated key action changes the active screen to the previous condition. 


Note: In two-display terminal mode, the display screen can be split into two; 24 
lines of 80 characters and 17 lines of 80 characters. Either of the split screens is 
always active. The upper half split screen connects to logical workstation 1 and 
the other connects to logical workstation 2. 


The new line function (activated by pressing the New Line key) is used to move 
the cursor to the first input position of the first input field in the next line (usually 
the leftmost position of the next line). 


The insert function (activated by pressing the Insert key) allows you to insert a 
character into an existing input field without writing over data already there. 


When a new character is inserted at the cursor location, characters to the right 
of the cursor will shift one position to the right. 


Null characters, displayed as blanks, must be in the rightmost positions of the 
field where the insert will be performed. If you attempt to insert more 
characters than there are nulls, the input-inhibit symbol appears on the 
operating status line, and the keyboard locks. Pressing the Reset key removes 
the symbol and unlocks the keyboard. 


To leave insert mode, press the Reset key. 


The delete function (activated by pressing the Delete key) is used to delete data 
from an input field. When you press the Delete key, the character at the cursor 
location is deleted, and all characters to the right of the cursor (in the same 
input field) shift one position to the left. Null characters are inserted into the 
right end of the field as the characters in the field are shifted left. 


This key is also used to delete the recorded keystroke sequence in record mode 
(see the description of the Record key). 
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Cursor Movement 


Rule 


The four cursor movement keys move the cursor in the direction indicated by the 
arrow without affecting the existing data. 


When the cursor reaches the edge of the display screen by pressing a cursor 
movement key, the cursor goes off the edge and reappears at the opposite edge 
of the display screen. (This cursor movement is called “wrap”). 


The roll function is used to move data on the display screen up or down. The roll 
function is activated by pressing and holding a Shift key, then by pressing the 
desired Roll key. 


Pressing the Roll up key causes the next page (data below the current display 
screen) to replace the current data. Pressing the Roll down key causes the 
previous page (data above the current display screen) to replace the current 
data. 


The home function operates in two ways. Pressing and holding the Alt key then 
pressing the Home key moves the cursor to the home position (usually the first 
input position of the first input field). 


When the display screen is unformatted, pressing and holding the Alt key then 
pressing this key moves the cursor to the first input position on line one. 


The rule function (activated by pressing the Rule key) enables or disables the 
indication of the ruler (one of the three selectable ruler styles; vertical, 
horizontal, and cross-hair) that can be specified by the Rule Style (Cmd2) key in 
setup mode. See Chapter 3, “Operations Using the 122-key Typewriter 
Keyboard” for more information about the ruler style function. 
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Field + 


Field — 


The highlighted keys (at the right) are described with the associated functions 
after this figure. 
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The field + function (activated by pressing the Field+ key) operates in the same 
way as a field exit function in all fields. | 


When you are entering numeric data, the Field+ key can be used instead of the 
Field Exit key. 


The field— function (activated by pressing the Field— key) can vary depending 
on the system. On most systems the field— function operates the same as the 
field+ and field exit functions, except that it is allowed only in signed-numeric 
and numeric-only fields. Pressing the Field— key inserts a — (minus) signin 
the last position of a signed numeric-only field, or it changes the last position of 
a numeric-only field to an alphabetic character. (This alphabetic character is 
used to tell the host system the numeric value of the last position and that itisa 
negative field.) Pressing the Field— key causes an error if used in any field not 
programmed to accept negative numbers as input. 
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The numeric functions are used to enter numeric data with calculator-like 
efficiency. | 
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The highlighted keys (at the top) are described with the associated functions 
after this figure. 
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Command 


Some key functions are activated by pressing the Command (Cmd) keys at the 
top of the keyboard. Specific command functions vary depending on how they 
are assigned in the host system program. 


FRARRARABRAE 


— 
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Local Scroll 


- — The local scroll function is used to move data up or down on the split screen in 
i two-display terminal mode operation. When the split screen is inactive, 
| [wa \ pressing and holding the Alt key and then pressing either the Fwd (Cmd10) or 
Back (Cmd9) key enables this function. 


Pressing the Fwd key while pressing and holding the Alt key scrolls up the next 


aa i data line by line. 
_ = 
| | Back \ 


Pressing the Back key while pressing and holding the Alt key scrolls down the 
previous data line by line. 
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Setup Mode 


Multi 
National 


| Cmd17 | ~ | 


Rule Auto Alarm Clicker Clicker Blink Alt Cursor % 
screed | Style Dim Volume Volume On/Off Cursor Cursor os i Row Col | f 


The Command keys that have printing in black or blue on the overlay also 
activate setup mode functions. These functions are activated only when the 
SetUp key is pressed prior to pressing the desired Command key. To exit setup 


mode, press the SetUp key. The display station will return to normal 
communication mode. 
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The following table describes the functions of the Command keys in setup mode. 
For more information see Chapter 3, “Operations Using the 122-key Typewriter 
Keyboard.” . 


Terminal Mode Changes the current selection among three terminal modes (one-display, 
Cmd20 two-display and display-printer). 


Multinational Selects either the multinational character set or the country-specific character 
Cmd2t set. 


Kbd ID 
Cmd22 


Set Address 1 
Cmd23 


Changes the current value of the keyboard ID. Pressing and holding this key 
automatically increments the ID from -- through 63. When the key is released, 

the ID displayed at that time will be selected. When the keyboard ID reaches 63, 
sequence starts over again from --. 


Changes the current address of logical display station 1. Pressing and holding 
this key automatically increments the address from 0 to 6. When the key is 
released, the address displayed at that time will be selected. When logical 
display station 1 address reaches 6, the sequence starts over again from 0. 


Set Address 2 
Cmd24 


Changes the current address of logical display station 2. Pressing and holding 
this key automatically increments the address from 0 to 6. When the key is 
released, the address displayed at that time will be selected. When logical 
display station 2 address reaches 6, the sequence starts over again from 0. 


Set Printer Address 
Cmd24 


Changes the current address of the printer attached to the display station. 
Pressing and holding this key increments the address 0 to 6 when you select the 
display-printer mode using the Terminal Mode key. When this key is released, 
the address displayed at that time will be selected. When the printer address 
reaches 6, the sequence starts over again from 0. 


Rule Style 
| Cmd2 


Changes the current ruler (one of the three styles; vertical, horizontal, and 
cross-hair) at the cursor position in the data area as well as the ruler style 
symbols in the operating status area when the ruler function is enabled by the 
Rule key. If the ruler function is disabled, one of the three ruler style symbols 
that you selected appears on the operating status line. 


Pressing and releasing this key cyclicly changes the style from vertical, 
horizontal, to cross-hair. 


Changes the current auto dim interval (time required to start the auto dim 
function) and increments the interval from 0 to 20 minutes. Five selections; 0, 2, 
5, 10, and 20 are available. After the longest interval is reached, it returns to 0. 


Auto Dim Interval 
Cmd3 


Adjusts the alarm volume. Pressing this key increases the alarm volume until 
the highest level is reached. After the highest level is reached, the alarm 
volume returns to off and the sequence starts over. 


Alarm Volume 
Cmd4 


Clicker Volume 
Cmd5 


Adjusts the volume of click sound. Pressing this key increases the clicker 
volume until the highest level is reached. After highest level is reached, the 
clicker volume returns to off and the sequence starts over. 


Clicker On/Off Enables or disables the keyboard clicker. 
Cmd6 7 

Blink Cursor Enables or disables the cursor blink. 
Cmd7 


Alt Cursor Alternately selects either underscore or block-style cursor. When the current 
Cmd8 cursor style is underscore-style, pressing this key changes it to block-style. 
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Extend Display Enables or disables the extended-display function. When enabled, each field 
Cmd10 | attribute in the data area and the message line will be displayed as a two-digit 
hexadecimal number. Each hexadecimal value will be displayed in 
single-character cell. In addition, the station addresses, multinational character 
set symbol, controller link parity error count, terminal mode and keyboard link 
parity error count will be displayed on the operating status line. 


Cursor Row/Col 
Cmd11 


Displays the current cursor location by line number and column position. 
Pressing this key again blanks the indication. 


Printer Setup Mode 


seinen Device Character 
Sececmeereed | 1D Set 
y)Cmd14 


| i 
| | ||/ Fwa \ 


d12]/\ 


: 
. 
nasarareecerecess 
5 


The Command keys that have printing in green on the overlay also activates 
printer setup mode functions. These functions are activated only when the 
Setup key is pressed while pressing and holding the Alt key, prior to pressing 
the desired Command key. To exit printer setup mode, press the SetUp key 
while pressing and holding the Alt key. 


The following table describes the functions of the command keys in printer setup 
mode. For more information, see Chapter 3, “Operations Using the 122-key 
Typewriter Keyboard.” 


: Setup Mode Key | ~ Function 


| Device ID Alternately changes the device ID from 4214 to 5256 or from 5256 to 4214. The 
| Cmd14 device ID number represents a system printer or a workstation printer either 
IBM 4214 or IBM 5256, that the printer attached to your display station emulates. 


Character Set Alternately changes the printer character set from 437 to 850 or from 850 to 437. 
| Cmd15 (Not available for the Katakana keyboard.) 


Displays the current character pitch of the printer attached to your display 
station. Pressing this key changes the current character pitch to the desired one 
from the eight selections (see Chapter 3 for more details). 


LPI | Displays the current line pitch of the printer attached to your display station. 
Cmd17 Pressing this key changes the current line pitch to the desired one from the 
seven selections (see Chapter 3 for more details). 


| Quality Displays the current print quality (characters to be printed by the attached 
Cmd18 printer). Pressing this key changes the current print quality to the desired one 
from the three selections (see Chapter 3 for more details). 
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Katakana-Unique Shift Keys (124-Key Keyboard) 


The Katakana keyboard has four Shift keys and two Shift Lock keys. 
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Each data key on the Katakana keyboard has two to four characters or symbols 
on its keytop. To select any of the four characters, one of the Shift or Shift Lock 
keys must be pressed first. Figure 2-2 shows the relationship between the shift 
status (including Shift Lock) and the characters on the keytop. 


Figure 2-2. Relationship between Shift Status and Keytop Character 


Your display station stays in alphanumeric shift status, except when you lock it 
in Katakana-shift status. This means when you want to enter alphanumeric 
data, you simply press the alphanumeric key. When you want to enter a 
Katakana character, you first press the Katakana Symbol or Katakana-Shift key 
before pressing the corresponding character key. 
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There are two Shift Lock keys: alphanumeric and Katakana. These two Shift 
Lock keys are used to: 


@e Enter a continuous alphanumeric or Katakana character stream from the 
keyboard. 


@ Force either Katakana-shift lock or alphanumeric shift lock, which overrides 
any host-specified shift status. 


The following table shows the operating status line symbol for each shift or shift 
lock status. 


Chapter 2. The 122-Key Typewriter Keyboard 2-23 


2-24 1BM 3197 User’s Guide 


Chapter 3. Operations Using the 122-key Typewriter Keyboard 


Modes 


Test Mode 


The IBM 3197 display station operates in six modes: test, normal 
communication, setup, record, play, and printer setup. 


There are two test sub-modes: basic assurance test and offline test. In basic 
assurance test (BAT) sub-mode, the self-diagnostic program automatically runs 
the hardware functions. In offline test sub-mode, additional tests can be 
executed. For more details on these tests, refer to the /BM 3197 Model D Display 
Station Problem Soiving Guide, GA18-2547. 


Normal Communication Mode 


Setup Mode 


In this mode, the display station can send data to and receive data from the host 
system. Also in display-printer mode, the printer attached to your display 
station can receive and print data from the host system. 


The display station has two setup sub-modes: offline setup and online setup. 
In offline setup mode, the number of logical workstations, address for each 
workstations, and necessary parameters for communication with the host 


system should be specified. 


In online setup mode, the various functions available for the display station 
should be specified. 
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Record Mode 
Pressing the Record key in normal communication mode causes the display 
station to enter record mode. In this mode, an often-used keystroke sequence 


can be assigned to a particular Command (Cmd) key. Refer to “Record Mode 
Operation” for additional information. 


Play Mode 
Once the keystroke sequences are recorded while in record mode, those 
keystroke sequences can be recalled to any position in the data area when the 


play key is pressed in normal communication mode and the designated Cmd key 
is pressed. Refer to “Play Mode Operation” for additional information. 


Printer Setup Mode 
There are two printer setup sub-modes: offline printer and online printer. 
In offline printer setup mode, a printer character set, and a device ID can be 
specified. In addition, all functions of the online printer setup mode can be 


selected or set in offline printer setup mode. 


In online printer setup mode, your desired character pitch, line pitch, and print 
quality for the printing format can be selected. 


The printer setup mode functions are described later in this chapter. 
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Setup Mode Operation 


In setup mode, two types of setup mode functions are available; offline setup 
and online setup functions. 


The offline setup functions should be determined at the initial machine setup 
stage. Or if you want to change the functions because of terminal configuration 
changes, you should determine the offline setup function, before changing the 
online setup functions. 


In addition, all online setup functions can be selected or set in offline setup 
mode. 


Note: All setup functions, after being selected, will be stored and will not be 
reset when the display station power switch is set to O (off). 


The following sections describe the procedures for specifying both offline setup 
and online setup mode functions. 


Offline Setup Functions 


The offline setup functions can be specified after pressing the SetUp key only 
when the display station is in the offline test sub-mode of test mode. The 
functions available are: 


Select the terminal mode 

Select the multinational character set 
Set the keyboard ID 

Set station address 1 

Set station address 2 

Set the printer address. 


Note: lf you perform any of the previous offline setup functions, the host system 
and the IBM 5294 Control Unit (if the IBM 3197 is remotely attached) may have to 
be reconfigured. Contact your supervisor. 


The following sections describe the procedure for specifying each offline setup 
mode function. 


Help for the user 


For ease of use, each setup function is described in a separate 
sub-section. However, when you need to setup two or more 
setup functions at the same time, you can set them 


successively in setup mode without turning power off and on 
when following the setup procedure for each setup function. 
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Select the Terminal Mode 


Note: The selection of the terminal mode should be made based on your 


terminal configuration. Consult your supervisor or system operator before 
starting this procedure. 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). 
Hold the space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (::) and one of the following terminal mode 
symbols appear on the operating status line. 


The symbols on the operating status line are shown as follows: 


| 


| 
{ 
_ Setup Mode Symbol |__ Terminal Mode 
(Example) 
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Press and release the Cmd20 key. The terminal mode symbol changes each 
time you press the Cmd20 key. 


eoeee tt 
© ‘ 


Release the Cmd20 key when the terminal mode symbol you want to select, 
appears. 


Press the SetUp key again. The diamond disappears as you exit from setup 
mode. Once selected, the terminal mode will be stored and will not be reset 


when the display power switch is set to O (off). 


Press the Reset key to enter normal communication mode. 
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The following sections describe what can be done in each terminal mode 
(one-display, two-display or display-printer mode). 


One-Display Mode Operation 


In one-display mode, your display station has one display station address and 
works as a single display station. 


In this mode, either of the two screen formats; 24 lines x 80 characters (1920 
characters) and 27 lines x 132 characters (3564 characters), can be selected by 
the host system application programs. The following figures show the 
differences of the two screen formats. 


80 characters 132 characters 


24 lines ernes 


1920 Character Screen Format 3564 Character Screen Format 


Two-Display Mode Operation 


In two-display mode, your display station has two display station addresses and 
works as two display stations. 


Like the one-display mode operation, the above two screen formats are used by 
the host system application programs. In addition, the display station locally 
supports the screen format of 41 lines x 80 characters (3280 characters) where 
data from the two display stations (logical display stations) can be displayed 


simultaneously. This screen format is called “split screen”. The following 
figure shows the format of the split screen. 


<=—— 80 characters 


24 lines 
Logical Display Station 1 


17 lines 


Your Display Screen 


Logical Display Station 2 
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The upper half of the screen displays the full screen (24 lines x 80 characters) 
from the one display station (logical display station 1) and the lower half of the 
screen displays a part of the screen (17 lines x 80 characters) from the other 
display station (logical display station 2). For the lower half of the screen, using 
the Local Scroll keys (Back and Fwd keys), the screen can be scrolled up or 
down line by line to display the hidden 7 lines (in other words, the lower half of 
the screen only displays 17 lines out of the 24 lines full screen at one time). 


Your display station also displays the full screen data from either of the two 
display stations (logical display station 1 and 2) on the display screen format of 
the 24 lines x 80 character or 27 lines x 132 characters. This display screen 
format is called “non-split screen”. 


With the Zoom (a—a) key, the display screen format can be changed from the 
split screen to the non-split screen or from the non-split screen to the split 
screen. At initial power-on time, the display screen format is set to the non-split 
screen. 

In summary, the following functions are available in two-display mode. 

@ Local Scroll function 

@ Jump function 

@ Zoom function 

The following sections describe in more detail the above functions. 

Split Screen 

Your display station interacts with the host system using the two display stations 
(logical display station 1 and 2) simultaneously because your display station has 
two display station addresses. 

As described above, in split screen, the display screen is divided into two data 
areas. The upper half of the screen displays the full screen data (24 lines x 80 
characters) and the lower half displays a part of the full screen (17 lines x 80 
characters). 

The cursor that indicates which of the split screens is currently active, resides in 


the upper half screen at the first time when the screen is split. See the figure on 
the next page. 
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Cursor 


| nT. 
(Active) 


Cursor ; | 
a Logical Display Station 1 


(Inactive) , 


Your Dispaly Screen 
(Split Screen Format) 


Logical Display Station 2 


In the above screen, you can key in data using the upper half of the screen. The 
lower half of the screen only displays a part of the data of display station 2 
(logical display station 2). In other words, the data on the lower half can be used 
as a reference. 


Local Scroll 
The lower half screen can be scrolled by the Local Scroll (Fwd and Back) keys 


within the range of 7 lines. Local scroll is functional only when the lower screen 
is not active. See the following figure. 


(Active) 


Your Display Screen Logical Display Station 2 


if the lower half screen displays the top 17 lines of the full screen of display 
station 2, pressing the Fwd key scrolls down the lower half screen of your 
display station line by line until the bottom line shows the 24th line of data.of 
logical display station 2. 


When the scrolling reaches the 24th line of data of display station 2, it stops. By 
pressing the Back key, the scrolling starts over again from the bottom to the top 
of the data of display station 2. 
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Jump 


If you have completed the operation on the data of display station 1 and want to 
key in data to logical display station 2, pressing the Jump key changes the 
current active screen to the lower screen. The cursor moves from the upper half 
screen to the lower half screen. 


Logical Display Station 1 


Your Display Screen 
Logical Display Station 2 


Now, you can key in data on the lower half of the screen (logical display station 
2). 


Note: While in split screen, if the host system specifies the 132 characters x 27 
lines screen format for the active screen, your display screen automatically 
changes from split screen to non-split screen and the specified screen format 
will be displayed on the screen. In the same condition, if the host system 
specifies the same screen format for the inactive screen, the 80 characters x 24 
lines screen format (active screen) will be displayed. 


Non-Split Screen 
Your display screen can interact with the host system using either one of the 
logical display stations, but only one at atime. The display of the data from one 


logical display station can be switched to the other one (see the figure shown 
below). 


Logical Display Station 1 


Your Display Screen | 
Logical Display Station 2 


At initial power on time, the full screen data of display station 1 is displayed on 
your display screen and data can be keyed in. 
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Jump 


Pressing the Jump key alternates the display from one logical display station to 
the other. 


Logical Display Station 1 


Your Display Screen 
Logical Display Station 2 


Zoom for Split and Non-Split Screens 
When you need to change the screen format from the split screen to the 
non-split screen or from the non-split screen to the split screen, press the Zoom 


(aoa) key. 


The following figures show the transition of the current display screen to the 
display screen after pressing the Zoom key. 


Current Screen Screen after Pressing the 
Cursor Zoom Key 


(Split Screen) (Non-Split Screen) 


Cursor 


Cursor (Split Screen) (Non-Split Screen) 
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Cursor Cursor 


(Non-Split Screen) (Split Screen) 


Cursor 


(Non-Split Screen) Cursor 
(Split Screen) 


Note: The shaded area shows the active screen. 


Display-Printer Mode Operation 


In this mode, your display station is logically connected to both the display 
station 1 and the printer attached to your display station. 


Your display station has one logical display station address (station address 1), 
you cannot use the functions of the Jump, Local Scroll, and Zoom keys. For the 
operation of the printer functions, see the “Printer Setup Mode Operations” later 
in this chapter. 


Chapter 3. Using The 122-key Keyboard 3-11 


Select the Multinational Character Set 


Note: Multinational character set is a function of your host system. Do not 
select multinational character §et unless you consult your system operator. 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (<:) appears on the operating status line. 
4. Press the Cmd21 key to alternately select the multinational character set. 


When an ‘M’ appears on the operating status line, the multinational 
character set is selected. 


5. Press the SetUp key. The diamond disappears as you exit from setup mode. 
Once selected, the multinational character set will be stored and will not be 
reset when the display station power switch is set to O (off). 


6. Press the Reset key to enter normal communication mode. 
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Set the Keyboard ID 


This function defines the ID of your keyboard. Your keyboard ID should a/ways 
be set to two dashes “—-” unless your system operator provides a different ID 
number. 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (:::) appears on the operating status line. 


Keyboard ID 


4. The keyboard ID is displayed at the right side of the operating status line. If 
you press and hold the Cmd22 key, the keyboard ID increases. 


Note: A“ --” immediately follows the number 63 when the keyboard ID key 
is pressed. 


5. Release the Cmd22 key when your desired keyboard ID appears on the 
screen. 


6. Press the SetUp key. The diamond disappears as you exit from setup mode. 
Once selected, the keyboard ID will be stored and will not be reset when the 


display station power switch is set to O (off). 


7. Press the Reset key to enter normal communication mode. 


Chapter 3. Using The 122-key Keyboard 3-13 


Set Station Address 1 


This function defines the address of your display station 1. 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (::) appears on the operating status line. 


4. The station address of your display station 1 is displayed at the right side of 
the operating status line. If you press and hold the Cmd23 key, station 
address 1 increases. When the address reaches 6, the sequence starts over 
again from 0. 


Terminal Mode (Example) 
Station Address 1 (Example) 


5. Release the Cmd23 key when your desired address of station address 1 
appears on the operating status line. 


6. Press the SetUp key. The diamond disappears as you exit from setup mode. 
Once selected, station address 1 will be stored and will not be reset when 


the display station power switch is set to O (off). 


7. Press the Reset key to enter normal communication mode. 
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Set Station Address 2 


This function defines the address of your display station 2. 


Note: You need the setting of station address 2 because you selected 
two-display mode in the terminal mode selection (refer to the procedure for 
specifying the terminal mode). 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (;:) appears on the operating status line. 


4. The station address of your display station 2 is displayed at the right side of 
the terminal mode symbol on the operating status line. If you press and 
hold the Cmd24 key, the address of station address 2 increases. When the 
address reaches 6, the sequence starts over again from 0. 


Station Address 2 
(Example) 
Terminal Mode 


Station Address 1 
(Example) 


5. Release the Cmd24 key when your desired address of station address 2 
appears on the operating status line. 
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6. Press the SetUp key. The diamond disappears as you exit from setup mode. 
Once selected, station address 2 will be stored and will not be reset when 
the display station power switch is set to O (off). 


7. Press the Reset key to enter normal communication mode. 
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Set the Printer Address 


This function defines the address for the printer that is attached to the display 
station. 


_ Note: You need the setting of the printer address because you selected 
display-printer mode in the terminal mode selection (refer to the procedure for 
specifying the terminal mode). 


1. Set the power switch to O (off). 


2. Press and noid the space bar and sei the power switch io | (on). Hoid the 
space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (::) appears on the operating status line. 


4. Press and release the Terminal Mode (Cmd20) key until “ |; ” appears at 
the left of the keyboard ID symbol “--”. 


Keyboard ID 


Terminal Mode 


5. The printer address of the printer attached to the display station is displayed 
on the operating status line. If you press and hold-the Cmd24 key, the 
printer address increases. When the address reaches 6, the sequence 
starts over again from 0. 
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L Printer Address 
(Example) 


- Terminal Mode 


Note: The printer address can be selected from among seven numbers (0 to 
6). The address assigned to your display station cannot be selected as the 
printer address. 


Release the Cmd24 key when your desired printer address appears on the 
operating status line. 


Press the SetUp key. The diamond disappears as you exit from setup mode. 
Once selected, the printer address will be stored and will not be reset when 
the display station power switch is set to O (off). 


Press the Reset key to enter normal communication mode. 


Online Setup Functions 


The online setup functions can be specified after pressing the SetUp key while 
the display station is in normal communication mode. The functions available 
are: 


Select the ruler style 

Select the auto display dim interval 
Adjust the alarm volume 

Adjust the clicker volume 
Enable/disable the clicker action 
Select the cursor style 
Enable/disable the cursor blink 
Enable/disable the extended display 
Enable/disable the cursor locator. 


Note: The above setup mode functions can also be specified in the offline test 
sub-mode of test mode. 


The following sections describe the procedures for specifying each online setup 
mode function. 


7 Help for the user re 
For ease of use, each setup function ts described in a separate 


sub-section. However, when you need to setup two or more 
setup functions at the same time, you can set them 

successively in setup mode without turning power off and on 
when following the setup procedure for each setup function. 
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Select Ruler Style 


1. Press the SetUp key. A diamond («:) and the current ruler style (vertical, 
horizontal, or cross-hair) appear on the operating status line. 


Ruler Style (I, -, or +) 


2. Press and release the Cmd 2 key until the desired ruler style appears on the 
operating status line. The ruler style will be changed from vertical (|), 
horizontal (—) to cross-hair (+). 


Note: To enable the ruler function, you have to press the Rule key. 
3. Press the SetUp key. The diamond disappears as you exit from setup mode. 


Once selected, the ruler style will be stored and will not be reset when the 
display station power switch is set to O (off). 


3-20 IBM 3197 User’s Guide 


Display Dim Interval Adjustment 


Note: When display dim is enabled (: symbol is displayed), the screen will 
blank except for the operating status line if no key is pressed and no data is 
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1. Press the SetUp key. A diamond (::) and the Display Dim Indicator (°) 
appear on the operating status line. 


ae Display Dim Interval 
(0, 2,5, 10, 20 minutes) 


L____ Dim Indicator 


2. Press and release the Cmd3 key until the desired time among 5 selections 
(0, 2, 5, 10 and 20 minutes) appears on the operating status line. 


3. Press the SetUp key. The diamond disappears as you exit from setup mode. 


Once selected, the auto display dim will be stored and will not be reset 
when the display station power switch is set to O (off). 
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Adjust Alarm Volume 
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Press the SetUp key. A diamond («:) and the alarm symbol ( 
the operating status line. 
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--— Alarm Symbol 


You can choose one of six possible alarm volumes, (: to =). Volume level 0 
means the alarm is off. 


Press and hold Cmd4 key until your desired alarm volume appears on the 
operating status line. The volume level increases until the highest level is 
reached. After the highest level (=) is reached, the alarm volume returns to 
off and the sequence starts over. 


Press the SetUp key again to exit from setup mode. Once selected, the 
alarm level will be stored and will not be reset when the display station 
power switch is set to O (off). 


Adjust Clicker Volume 
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1. Press the SetUp key. A diamond (::) and the clicker symbol appear on the 
operating status line. 


Pe Volume ((1-5 


-——-Clicker Symbol 


2. You can choose from six possible clicker volumes, (: to =). Volume level | 
means the clicker is off. 


Press and hold the Cmd5 key until your desired clicker volume appears on 
the operating status line. The clicker volume level increases until the 
highest level (©) is reached. After the highest level is reached, the clicker 
volume returns to off (:) and the sequence starts over. 


3. Press the SetUp key. The diamond disappears as you exit from setup mode. 


Once selected, the volume will be stored and will not be reset when the 
display station power switch is set to O (off). 
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Enable/Disable Clicker Action 
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1. 


Press the SetUp key. A diamond (.°:) and the clicker symbol appear on the 


operating status line. 


Clicker Volume 


Clicker Symbol 


2. Press the Cmd6 key to alternately enable or disable the clicker. 


Note: When you press the Cmd6 key: if you hear a click, clicker action is 


enabled; if you do not hear a click, clicker action is disabled. 


3. Press the SetUp key again. The diamond disappears as you exit from setup 


mode. Once selected, the clicker action will be stored and will not be reset 


when the display station power switch is set to O (off). 
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Enable/Disable Cursor Blink 
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1. Press the SetUp key. A diamond (::) appears on the operating status line. 
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2. Press the Cmd7 key to alternately cause the cursor to blink or not to blink 
(see the cursor on the data area of the screen). 


3. Press the SetUp key again. The diamond disappears as you exit from setup 


mode. Once selected, the cursor action will be stored and will not be reset 
when the display station power switch is set to O (off). 
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1. Press the SetUp key. A diamond (::) appears on the operating status line. 


2. Press the Cmd8 key to alternately select either an underscore-style or 
block-style cursor (see the cursor style on the data area of the screen). 


3. Press the SetUp key again. The diamond disappears as you exit from setup 


mode. Once selected, the cursor style will be stored and will not be reset 
when the display station power switch is set to O (off). 
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Enable/Disable Extended Display 


1. Press the SetUp key. A diamond (::) appears on the operating status line. 


2. Press the Cmdi0 key to enabie or disabie the supported extended display 
capability of the display station. When enabled, additional information is 
displayed in two areas: 


@ Inthe data area and message lines; an attribute character for each field 
appears in hexadecimal form. 


e On the operating status line; the status of the following setup function 
will appear. 


Keyboard Error Count 


Link Error Count 


000 000 + 10 « 32 3M10-U 2 -- 
ie eo 
Ruler Style Keyboard ID 
Station Address 2 
Display Dim Interval | Terminal Mode 
Station Address 1 
Alarm Volume — | Multinational 
Clicker Volume ——_———————_—_+ Character Set 


e In all unformatted areas on the screen, dots appears. 
3. Press the SetUp key. The diamond disappears as you exit from setup mode. 


Once selected, the extended display value will be stored and will not be 
reset when the display station power switch is set to O (off). 
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Enable/Disable Cursor Locator (Row/Col) 


1. 


Press the SetUp key. A diamond (::) appears on the operating status line. 


Sgesticonsis 


Cursor Locator 


(Example) 


Press the Cmd11 key to alternately display or blank the cursor locator 


(row/column) on the operating status line. 


2. 


Column Number 
Row Number 


3. Press the SetUp key again. The diamond disappears as you exit from setup 


mode. Once selected, the row/column action will be stored and will not be 


reset when the display station power switch is set to O (off). 
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Record Mode Operation 


Assigning Keystroke Sequences to Command Keys 


As described in the explanation of the Record key, you can assign recorded 
keystrokes to any of the 24 Command (Cmd) keys. The maximum number of 
keystrokes that can be recorded is 1500. The exercise for the record/play 
operation (after “Play Mode Operation” section) will help you become familiar 
with the record mode operation. 


1. Press the Record (Recrd) key. A ‘R’ appears on the operating status line. 
The number to the right of the ‘R’ shows the remaining number of 
keystrokes that can be recorded. 


B HH HGH HH 


neem” 


Command Key Assignment 
Indicator (Example) — See Note. 


Remaining Possible Keystrokes 


Note: The Command Key Assignment indicator shows you (by a solid box) 
which Cmd keys have already been assigned for recording keystrokes. 


2. Press any one of the 24 Command keys to which you want to assign a word 
or message. The Cmd key number is displayed, in place of the “Command 
Key Assignment Indicator.” 


If the alarm sounds and the number increases when the Command key is 
pressed, there is something already recorded for that Command key. If you 
do not want to destroy the recorded key sequence, press the Record key to 
exit from record mode. You must exit, then re-enter record mode before 
pressing a new Command key or the key sequence assigned to the 
previously selected Command key will be erased. 


To delete the entire keystroke sequence assigned to a particular Command 
key, press the appropriate Command key, and then press the Delete key. 


Note: If an error code appears on the operating status line during record 
mode, see Appendix A, “Error Codes and Recovery Procedures.” 


3. Type the keystroke sequences you want to save. As you type, notice that the 
number following the ‘R’ on the operating status line decreases. 
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Note: If you want to temporarily stop recording the keystroke sequence, 
press the Pause key; after you press the Pause key again, you can continue 
recording the keystroke sequence. 


4. Press the Record key if you do not want to record any more keystroke 
sequences. The keystroke sequence is saved even if the display station 
power switch is set to O (off), and can be played back by pressing the Play 
key and the appropriate Command key. 


Notes: 


1. Each make/break key (such as Shift, Alt or Pause key) recorded ina 
keystroke sequence counts as two keystrokes, 


2. While in record mode, if you attempt to record AID keystroke sequences 
(Cmd, Enter, Clear, Attn, SysRq) that cause an input inhibit condition, the 
keystroke sequences will be recorded. 


However, when the keystroke sequence is played back, only the keystroke 
sequence (including the AID key) just before the first AID key was pressed 
will be played back. An input inhibit condition will occur and the remaining 
keystroke sequences will be ignored by the host system. 


3. The following keystrokes cannot be assigned to any Command key. 


Play 

Setup 

Record 

Printer Setup Mode keys 
Two-Display Mode keys. 


4. The following three functional keys are applicable in record mode. 


© Pause key: When you want to insert some words or sentences in 
playback operation, press this key at the place where you want to insert 
them. The pause action will be recorded as well as other keystroke 
sequences. To continue the record operation, press the Pause key 
again. 


® Quit key: If you change your mind before recording some words or 
sentences, press this key to exit from record mode. 


Note: If you press the Quit key after pressing the Target Cmd key and 
recording some keystrokes, the entire keystrokes you previously 
recorded and the keystrokes you newly entered will be deleted. 


@ Delete key: When you want to delete the currently recorded keystrokes, 
press this key after pressing the target Cmd key. 


Warning: 


1. All recorded keystroke sequences are accessible anytime the 
display station is powered-on. 
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2. Before exiting from record mode, do not turn the power switch 
to off. Otherwise, the recorded data may be lost. 
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Play Mode Operation 


Playing Back Keystroke Sequences Assigned to Command Keys 


3-32 


As described in the explanation of the Play key, the display station can play 
back keystroke sequences that were assigned to a particular Command (Cmd) 
key. The exercise of the record/play operation after this section will help you 
become familiar with the play mode operation. 


ie 


Position the cursor at the location where you want the keystroke sequence 
to begin. 


Press the Play key. A ‘P’ and the command key assignment indicator 
appear on the operating status line. 


Command Key Assignment 
Indicator (Example) 


Press the same Command key you used to record the keystroke sequence. 
The keystroke sequence will be automatically played back starting at the 
location of the cursor. When the playback completes, the ‘P’ disappears 
from the operating-status line. 


Note: If an error code appears on the operating status line during play 
mode, see Appendix A, “Error Codes and Recovery Procedures.” 


Note: In play mode, the following two functions are operational. 
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Pause: When you recorded the pause function during a record mode 
operation, the function is automatically executed (playback action stops). At 
the pause you can key in any words or sentences and press the Play key to 
continue the playback sequence. 


Quit: During the playback operation, you can cancel the playback sequence 
anytime by pressing the Quit key. 


Record/Play Exercise 


Task: Record the name ‘ABC Company’ in the Cmd1 key and play back 


the name at the first position of the second line on the screen. 


1. Make sure that the display station is in normal communication mode. In 
normal communication mode, the screen should look like this: 


System Available Symbol Operating Status Line 


2. Press the Record key. A ‘R’ appears on the operating status line. The 
remaining number of keystrokes appears next to the ‘R.’ 


Le arinand Key Assignment 
Indicator (See Note) 


Remaining Number of Keystrokes 


Note: This indicator shows you the status for the function keys that have 
already been used for recording keystroke sequences. The solid box 
represents the assigned key and the frame box represents the non-assigned 
key. 
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3. Press the Cmdi key (the key where you will record the data). 
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Type in ‘ABC Company’ at the location of the cursor. In this exercise, the 
cursor is assumed to be located in the home position (first row, first 


column). 


4. 
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5. Verify that the company name is correctly typed in. Press the Record key 


again and the ‘R’ disappears from the operating status line. 


If the keystroke sequence is not typed correctly, press the Record (Recrd) 


33. 


key and return to step 1 on page 3 
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6. Move the cursor to the first position of the second line. To play back the 
keystroke sequence, press the Play key. An uppercase ‘F’ appears on the 
operating status line. 


ABC Company 


7. Press the Cmdi key, ‘ABC Company’ appears at the cursor position, the 
cursor moves to the next input position, and the ‘F’ disappears. 


ABC Company 
ABC Company __ 


The task is complete. You can continue entering data 
from the location of the cursor. 
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Printer Setup Mode Operation 


Your display station can attach any of the following IBM PC printers as a system 
controlled printer. 


IBM Proprinter (IBM 4201 Model 1) 

IBM Proprinter !fI (IBM 4201 Model 2) 

IBM Proprinter XL (IBM 4202) 

IBM Quietwriter Printer | (IBM 5201 Model 1) 
IBM Quietwriter Printer Il (IBM 5201 Model 2) 
IBM Quietwriter Printer III (IBM 5202) 


In printer setup mode, you can specify printer functions such as character pitch, 
line pitch and print quality for print on the attached printer. You can also cancel 
printing using the Quit key or inquire printer status in this mode. 


Notes: 


wi, 


Do not power off the attached printer while the [BM 3197 is in normal 
communication mode and the host system is transmitting print data. 
Otherwise, the print data may be lost. 


2. Do not power off and on the attached printer in a fast sequence. Some 
seconds are needed between powering off and on the attached printer for 
the IBM 3197 to re-initialize the printing format of the attached printer. 


3. When you attach the IBM 5202 printer to your display station, the code page 
number 850 should be specified for the pluggable fonts. In addition, you 
also have to set the setup switch group 2 (six switches) to the following 
combination. 


[Switch Number [1 [2anda__[a sie 
[Switch Position [oN [any orF__ [or [on 


4. The NLQ II font is not supported when the IBM 4201 Model 2 is attached to 
the IBM 3197. 


Specifying Printer Functions 


To specify the printer functions, follow the steps shown below. 


1. Select the display-printer mode (| ~ .) and the printer address in the offline 


setup mode selection. (Refer to the “Select the Terminal Mode” in the 
previous section. 


2. Enter the offline printer setup mode and specify the : 


e Printer Character Set 
@ Device ID. 
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Exit from the offline printer setup mode and then enter the online printer 
setup mode and specify the : 


@ Character Pitch 
@e Line Pitch « 
@ Print Quality. 


Note: The above three functions can also be specified in offline printer 
setup mode. 


Exit from the online printer setup mode and return to the normal 
communication mode. All of the selected settings will be stored and will not 
be reset when the display station power switch is set to O (off). 


Cancelling Printer Operation 


To cancel the printing of the current print file, do the following steps. 


1. 


Enter the online printer setup mode. 


Press the Reset key while pressing and holding the Alt key. Then the 
printing of current print file with be cancelled. 


Exit from the online printer setup mode and return to normal communication 
mode. 


Note: The printer continues printing data that were sent to the printer buffer 
prior to your print cancel request. 


Inquiring Printer Status 


lf the printer does not work or stops printing during a print operation, do the 
following steps. 


1. 


Enter the online printer setup mode. 


Check printer setup mode symbol or error codes displayed on the operating 
status line. If there is an error code, see Appendix A, “Error Codes and 
Recovery Procedures.” If there is a printer setup mode symbol, see the 
“Symbols in Printer Setup Mode” in Chapter 1. 


Exit from the online printer setup mode and return to normal communication 
mode. 
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Display-Printer Mode Selection 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press the SetUp key. A diamond (::) appears on the operating status line. 


4. Locate the symbol of the terminal mode at the right side of the operating 
Status line. That symbol should be one of the following symbols ( ™ , 7") 


"oaaee sate 


pe, gresenses 


and [/~[ ). 


Cr ) 


_ Mode 
(Example) 
5. If the symbol of terminal mode is other than -—; , press and release the 
Cmd20 key until |. appears at the position of the operating status line; 
then release the Cmd20 key. If the symbol is '—. , go to the next step. 


6. Press the SetUp key. The diamond disappears as you exit from setup mode. 


You have now selected and recorded display-printer mode. 


Continue to the next offline printer setup mode operation. 
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Offline Printer Setup Mode Operation 


Note: Before starting this section you have to get information about your printer 
character set and device ID from you supervisor. 


1. Press and hold the Alt key and press the SetUp key to enter offline printer 
setup mode. A diamond (::) anda printer setup mode symbol( =~) 
appear at the left side of the operating status line. At the right side of the 
operating status line, the printer character set symbol appears. 


‘Printer Setup Mode Symbol Printer Character Set (Example) 
a Diamond Device ID (Example) 


2. Press and release the Cmd15 key. The number for the printer character set 


Note: Select -=° if an IBM Proprinter (IBM 4201) or an IBM Proprinter XL 
(IBM 4202) is attached. Select = if an IBM Quietwriter Printer | and II (IBM 
5201) or an i6M Quietwriter Printer iii (IBM 5202) is attacnea. 


3. Press and hold the Ait key and then press the Cmd14 key to enter device ID 
mode. The device ID symbol appears on the operating status line. 


Note: The printers available for your display station emulate the functions 
of either the IBM 4214 or the IBM 5256. Both the IBM 4214 and the IBM 5256 
are the system printers for the System/36 and the System/38. 


5. Press and hold the Alt key and then press the Cmd14 key to exit from device 
ID mode. 


6. Press and hold the Alt key and press the SetUp key to exit from offline 
printer setup mode. 


7. Press the Reset key to enter normal communication mode. 


You have now selected all the required settings for offline printer setup 


mode. Continue to the next online printer setup mode operation. 
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Online Printer Setup Mode Operation 


You can specify print functions such as character pitch, line pitch and print 
quality for the printout of the attached printer. 

However, selection of the print functions has a limitation depending on the 
device ID selected in offline printer setup mode (previous section). 


Determine selections for character pitch, line pitch, and print quality before 
going through the online printer setup mode operation. Figure 3-1 shows the 
summary of the possible selections which depend on the device ID. 


Device ID Print Functions : 


Character Pitch Line Pitch | Print Quality 
(CPI) | (LPI) 


) (8 LPH) (Draft) 


( 
(6 LPI) i‘ (Near Letter) 
(Double Height) ne (System 
(Standard _ Designated) 
Height) 
== (Double Height) 
(Proportional ®= (Standard 


Spacing) Height) 
(System = (System 
Designated) Designated) 


(5 CPI) => (8 LPI) Fe (Draft) 
(6 CPI) =< (6 LPI) im (Near Letter) 
(8.5 CPI) | =+ (Double Height) 
(10 CPI) == (Standard 
(12 CPI) Height) 
(17.1 CPI) == (Double Height) 
(Proportional | *: (Standard 
Spacing) _ Height) 


Figure 3-1. Selection of Print Functions 
Notes: 


7. Inthe above table, selection of both double height and proportional spacing 
functions are not supported by the IBM 4201. The IBM 5201 does not support 
double height, but does support proportional spacing if you select a “PS” 
labelled font cartridge from the IBM “Quiet” t™ Electronic Fonts in Character 
Set A, and insert it in font slot ‘A’ on the printer. 


2. When you specify values for character pitch and /Jine pitch, that are different 
from the ones specified by the host system, data will be printed in 
accordance with your locally specified print format. If you specify print 
functions: “System Designated” for Device ID 4214, and “CPI 10 and LPI 6” 
for Device ID 5256, data will be printed in the system specified print format. 


3. When using the attached printer, if you press the Line Feed key, be sure to 
press the Form Feed key and also to keep correct print alignment. 
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Specifying Character Pitch 


1. Press and hold the Alt key and press the SetUp key to enter online printer 
setup mode. Check that the following symbols are displayed on the 
operating status line. 


Printer Setup Mode Symbol Character Pitch (CPI) 


2. Press and release the Cmdi6 key. Each time you press the Cmdi6 key, the 
character pitch selection symbol will change in the following order. 


Note: The selection of the character pitch is limited when you select the 
5256 Device ID. See Figure 3-1, for additional information. 


3. If you want to exit from online printer setup mode, press and hold the Alt key 
and then press the SetUp key. 


If you need to specify the line pitch and the character quality, go to the next 
section. 
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Line Pitch (LPI) 


(System 
Designated) 


(Double 


(Double 
Height) 


Height) 


“Selection of Print Functions” for 


1 


press and hold the Alt key and 


Specifying Line Pitch 


2. 
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(Standard 
Height) 


Height) 


Press and release the Cmd17 key. Each time you press the Cmd17 key, the 
(Standard 


Locate the symbol for line pitch on the operating status line. 
line pitch selection symbol will change in the following order. 
—> 


2. 


If you need to specify the print quality, go to the 


Note: The selection of the line pitch selections are limited when you select 


if you want to exit online printer setup mode 


then press the SetUp key. 


the 5256 Device ID. See Figure 3 
next section. 


additional information. 


3. 
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Specifying Print Quality 


1. Locate the symbol for print quality on the operating status line. 


l___ Character Quality 


2. Press and release the Cmd18 key. Each time you press the Cmd18 key, the 
print quality selection symbol will change in the following order. 


(Draft) (Near Letter) (System 


Designated) 


Note: When you select the 5256 Device ID, the system designated print 
quality is not available. 


3. Press and hold the Alt key and then press the SetUp key to return the 
display station to normal communication mode. 


You have now completed all the necessary settings of 


the printer setup mode functions. 
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Chapter 4. The IBM Enhanced Keyboard 


This chapter describes the keyboard layout of the U.S. English IBM enhanced 
keyboard and also the function of each key. 


Keyboard Layout of the U.S. English IBM Enhanced Keyboard 


The arrangement of the data entry keys is almost the same as that of a 
typewriter. The function keys surrounding the data entry keys are arranged for 
ease of use while in power data entry operation. 


Figure Figure 4-1 shows the keyboard layout of the U.S. English IBM enhanced 
keyboard. | 


The top row of keys has a Function (F) number both on the top and bottom half of 
the key and a symbol or words on the overlay. Top numbers are accessed using 
the Shift key. The functions on the overlay are used to make display and 
keyboard adjustments. To use the function assigned to the key, see your host 
system operating manual. 


The right side of the keyboard has a calculator-like keypad for entry of numeric — 
data. 


Appendix B contains keyboard layouts for languages other than U.S. English. 
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Keyboard Overlay 


Figure 4-1. IBM 3197 IBM Enhanced Keyboard Layout (U.S. English) 


Many of the data-entry keys are typematic (repeat-action) keys. The following 
figure shows which keys are typematic (shaded) and which are non-typematic 
keys (unshaded). 
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Key Functions 


i 
mi 
ial 


This section describes all key functions and identifies the locations of the keys 
used to activate these functions. 


Function keys are used to pass information between the display station and the 
host system programs and to perform display station operations. 


Some keys have a name printed on the front. To activate the key function, that 
key must be pressed while pressing and holding an Alt key. 


The names printed on the top of a key are the function activated when it is 
pressed alone. 


le 
ii 
aan 


Field 


ii ie 
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The highlighted keys (shown at the top) are described with the associated 
functions after this figure. 
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System Request 


— This function can vary depending on the host system. With most systems, this 
(-_} i (..] function is used to: 


@ Start and select an alternate job 


Then 
e Notify the host system that the display station is ready to select a new 


program or activity 


e Request that the keyboard be unlocked (after normal error-recovery action 
has failed) so data can be entered. 


To use this function, press and hold the Alt key and press the System Request 
(SysRq) key. Then press the Enter key. 


To cancel this function, press the Reset key before pressing the Enter key. 


Attention 
ean The attention function (activated by pressing the Attention key) is used to 
temporarily stop the present display station activity to select a new activity. 
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Clear 


When the Clear key is pressed, the display screen goes blank (except the 
[on] cursor, the operating status line, and the message line). 

A host system program can change the way this function operates, allowing 

recovery if you accidentally press the Clear key. (See your system operator or 

host system operating manual.) 


Print 
The print function (activated by pressing the Print key) sends a print request to 
Ee the host system. If supported, the host system program selects the printer to 
print the data displayed on the display screen. 
To cancel the printing operation of the printer attached to the display station, 
press the Quit key (press and hold the Alt key and then press the Reset key) 
after entering printer setup mode (press the F13/F1 key while pressing and 
holding the Alt key). 
Help 
The help function (activated by pressing the Help key) provides (1) an 
explanation of current error conditions or (2) help information from the host 
[Test \ system. The system must be programmed to provide the Help function. See 
Appendix A, “Error Codes and Recovery Procedures” for more information 
about error codes. 
Hex 


c ) 6 The hex function is used to enter the hexadecimal value for a character. To 
! + enter a hexadecimal value, press the Hex key while pressing and holding the Alt 
key, then enter the corresponding hexadecimal value using the alphanumeric 


keys. (Refer to the /BM 5250 Function Reference Manual, SA21-9247, for the 
hexadecimal value for each character.) 


Play 


5 The play function (activated by pressing the F17/F5 key while pressing and 
(~_] 4 holding the Alt key) is used to play back often-used keystroke sequences (words 
or sentences) saved in the Function (F) keys (see the description of the record 
function). 
See Chapter 5, “Operations Using the IBM Enhanced Keyboard” for more 


information about this function. 
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Test 


SetUp 


Printer Setup Mode 


F-@ 


Pressing the Test key while pressing and holding the Alt key enables the display 


station to run additional display station tests. This key sequence is valid only 
when the test pattern is on the screen. See the /BM 3197 Model D Display 


Station Problem Solving Guide, GA18-2547, for instructions. Press the Reset key 


to exit from test mode. 


When the Shift key is pressed and held and the SetUp key is pressed, the display 


station enters setup mode, allowing you to: 


Select the multinational character set (offline setup mode only) 
Select the keyboard ID (offline setup mode only) 

Set the station address for workstation 1 (offline setup mode only) 
Set the station address for workstation 2 (offline setup mode only) 
Set the printer address (offline setup mode only) 

Select the terminal mode (offline setup mode only) 

Select the display dim interval | 

Select the ruler style 

Adjust the alarm volume 

Adjust the clicker volume 

Enable/disable the clicker action 

Enable/disable the cursor blink 

Select the cursor style 

Enable/disable the extended display 

Enable/disable the cursor locator 


When the Shift key is pressed and held and you press the SetUp key again, the 
display station exits from setup mode. For more information, see 
Chapter 5, “Operations Using the IBM Enhanced Keyboard.” 


Pressing the F13/F1 key while pressing and holding the Alt key enables the 
display station to enter printer setup mode. 


The printer setup mode allows you to: 


Set the device ID (Device ID mode only) 

Select the printer character set (offline printer setup mode only) 
Set the character pitch 

Set the line pitch 

Specify the print quality. 


When you press the F13/F1 key while pressing and holding the Alt key, the 
display station exits from printer setup mode. For more information, see 
Chapter 5, “Operations Using the IBM Enhanced Keyboard”. 
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Record 


Pause 


| Alt | | | 
° 


Local Scroll 


(r22 
| ee 
° 

or 
. 


The record function (activated by pressing and holding the Alt key and pressing 
the F16/F4 key) records the keystroke sequences assigned to the Function (F) 
keys. See Chapter 5, “Operations Using the IBM Enhanced Keyboard” for 
more information about the record function. 


The pause function (activated by pressing and holding the Alt key and then 
pressing the Clear key) temporarily stops the record operation (see the 
description of the record key function). Pressing this key again enables 
continuing the record operation for the keystroke sequence. In the playback 
operation of that keystroke sequence, if the playback stops because of the pause 
function, press the Play key to continue the playback. See 

Chapter 5, “Operations Using the IBM Enhanced Keyboard” for more 
information about the record/play functions. 


The local scroll function is used to move data up or down on the split screen in 
two-display terminal mode operation. When the split screen is inactive, 
pressing and holding the Alt key and then pressing either the Fwd or Back key 
enables this function. 


Press the Fwd key while pressing and holding the Alt key scrolis up the next 
data line by line. 


Pressing the Back key while pressing and holding the Alt key scrolls down the 
previous data line by line. 
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The highlighted keys (in the center) are described with the associated functions 
after this figure. 


Character Backspace 


The character backspace function (activated by pressing the Character 


Sac Backspace key) moves the cursor back to the previous position in which data 


can be entered. 


If the cursor is in the first position of an input field, it moves back to the last 
position of the preceding input field. 


Field Advance 


The field advance function (activated by pressing the Field Advance key) moves 
the cursor to the first position of the next input field. 


Pressing and holding the Shift key while pressing the Field Backspace key 
moves the cursor back to the first position of the current field. If the cursor is 


already in the first character position, it moves back to the first position of the 
previous field. 


Field Exit 
The field exit function (activated by pressing the Field Exit key) causes the 
— 
Field Exit 


cursor to exit an input field, and null characters (displayed as blank) are 
inserted from the current cursor location to the end of the field. 


When you press the Field Exit key in a right-adjust field, the data to the left of the 
cursor are shifted to the right. The vacated positions are filled with zeros or 
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blanks as specified by the program, and the cursor advances to the next input 
field. 


When the CapsLock key is pressed, alphabetic characters (A through Z) are 

Penslock entered as uppercase letters. If the Shift key is pressed while CapsLock is 
enabled, typing an alphabetic key causes a lowercase letter to be entered. 
Typing a non-alphabetic key with a Shift key pressed causes the character on 
the top half of the key to be entered. 


To return the keyboard to lower shift, press the CapsLock key again. 


Shitt 
| When either of Shift keys is pressed and held down: 


@ The alphabetic characters (A through Z) are entered as uppercase letters. 
@ The symbols on the top of the numeric keys and the punctuation marks on 
the upper half of the other keys are entered. 


Reset 
The reset function (activated by pressing the Reset key) is used to (1) unlock the 
Reset 
| | keyboard when locked because of an error condition and (2) end the function 
four \ key, help, insert, and system request functions. 
The Reset function does not unlock a keyboard that is locked by the host system. 
Quit 


The quit function (activated by pressing and holding the Alt key, then by 


oa re | pressing the Quit key) ends a recording sequence or a playback sequence (for 
more details, refer to Chapter 5, “Operations Using the IBM Enhanced 
Keyboard”). 


This key is also used to stop the printing operation and cancel the remainder of 
the print file in printer setup mode. The attached printer then starts printing the 
top of the next file. 


The new line function (activated by pressing and holding a Shift key and then 

ty Beste pressing the Field Exit key) is used to move the cursor to the first input position 
of the first input field on the next line (usually the leftmost position of the next 
line). 
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Enter 


The Enter key is used to send to the system data you have typed on the display 
| screen. 
Data Entry 


Data is entered on the display screen in the same way as it is on an ordinary 
typewriter. Pressing a data entry key causes the character shown on the keytop 
to appear on the display as data. | 
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The highlighted keys (to the right of center) are described with the associated 
functions after this figure. 


The Insert function (activated by pressing the Insert key) allows vou to insert a 
Insert character into an existing input field without writing over data already there. 


When a new character is inserted at the cursor location, characters to the right 
of the cursor will shift one position to the right. 


Null characters, displayed as blanks, must be in the rightmost positions of the 
field where the insert will be performed. If you attempt to insert more 
characters than there are nulls, the input-inhibit symbol appears on the 
operating status line, and the keyboard locks. Pressing the Reset key removes 
the symbol and unlocks the keyboard. 


To exit from insert mode, press the Reset key. 


Duplicate 


When the Shift key is pressed and held and the Duplicate key is pressed, the 
Duplicate function is activated. In a field programmed to allow duplication, an 
asterisk with an overscore (*)is placed in the cursor position. This requests the 
program to duplicate the data from the same field in the previous record. 
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Alt | pup 


The zoom function (activated by pressing the Zoom key while pressing and 
holding the Alt key) allows you to change the screen format from the split screen 
to the non-split screen (full screen) or from the non-split screen to the split 
screen in two-display terminal mode. 


The home function operates in two different ways. Pressing the Home key 
moves the cursor to the home position (usually the first input position of the first 
input field). When the display screen is unformatted, pressing this key moves 
the cursor to the first input position on line one. 


Page Up and Page Down 


Alt bas 
" 


Rule 


Alt | 
+ . 


The page up and page down functions are used to move data up or down on the 
display screen. 


Pressing the PgUp key replaces the current data on the screen with the previous 
page (data above the current display screen). Pressing the PgDn key replaces 
the current data on the screen with the next page (data below the current display 
screen). 


The Jump function (activated by pressing the Jump key while pressing and 
holding the Alt key) allows you to change the active screen (where a cursor 
resides) from one split screen to the other (when the screen format is split) in 
two-display terminal mode. When the screen format is non-split, this key allows 
you to make the hidden screen active. 


The repeated key action changes the active screen to the previous condition. 


Note: In two-display terminal mode, the display screen can be split into two 
screens; 24 lines of 80 characters and 17 lines of 80 characters. One of the split 
screens is always active. The upper half split screen connects to logical display 
station 1 and the other connects to logical display station 2. 


The rule function (activated by pressing and holding the Alt key and then 
pressing the PgDn key) enables or disables the indication of the ruler (one of the 
three selectable ruler styles; vertical, horizontal, and cross-hair) that can be 
specified by the Rule Style key (F14/F2) key in setup mode. 

See Chapter 5, “Operations Using the IBM Enhanced Keyboard” for more 
information about the ruler style function. 
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Erase Input 


rt 


Delete 


Cursor Movement 


Double Speed Cursor 


The erase input function erases the display screen and moves the cursor to the 
first input position on line one. To operate this function, press and hold the Alt 
key, then press the Erase Input key. 


When the display station is under program control, this function erases all the 
characters from an input field and moves the cursor to the home position 
(usually the first input position of the first input field) on the display screen. 


The delete function (activated by pressing the Delete key) is used to delete data 
from an input field. When you press the Delete key, the character at the cursor 
location is deleted, and all characters to the right of the cursor (in the same 
input field) shift one position to the left. Null characters are inserted into the 
right end of the field as the characters in the field are shifted left. 


This key is also used to delete the recorded keystroke sequence in record mode 
(see description of the Record key). 


The four Cursor Movement keys move the cursor in the direction indicated by 
the arrow without affecting the existing data. 


When the cursor reaches the edge of the display screen by pressing a cursor 
movement key, the cursor goes off the edge and reappears at the opposite edge 
of the display screen. (This cursor movement is called “wrap”). 


Pressing these keys while holding down the Alt key moves the cursor two 
positions at a time in the direction of the arrow. These keys are repeat-action 
keys. 
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Field + 


Field — 


The highlighted keys (at the right) are described with the associated functions 
after this figure. 


LLL 
LOLSLESILLSIL 
EiniIeie 


eo 


The field+ function (activated by pressing the Field+ key) operates in the same 
way as a field exit function in all fields. 


When you are entering numeric data, the Field+ key can be used instead of the 
Field Exit key. 


The field— function (activated by pressing the Field— key) can vary depending 
on the system. On most systems the field— function operates the same as the 
field+ and field exit functions, except that it is allowed only in signed-numeric 
and numeric-only fields. Pressing the Field— key inserts a — (minus) sign in 
the last position of a signed numeric-only field, or it changes the last position of 
a numeric-only field to an alphabetic character. (This alphabetic character is 
used to tell the host system the numeric value of the last position and that it is a 
negative field.) Pressing the Field— key causes an error if used in any field not 
programmed to accept negative numbers as input. 
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Numeric 


es 
LIDS 


SILLS 


The Numeric keys are used to enter numeric data with calculator-like efficiency. 
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The highlighted key (at the top) are described with the associated functions after 
this figure. 


Function 


Some key functions are activated by the Function (F) keys. Specific functions 
vary depending on how they are assigned in the system program. 


Functions 1 through 12 are accessed by pressing the desired function key. 
Functions 13 through 24 are accessed by pressing and holding either Shift key 
followed by pressing the desired function key. 


Example: = F13 Function 
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Setup Mode 


Reece) Paaccaess) fs % ; Set 
sees Sa es : Nationa he Address 1] {A 


eer: RAKE XRHS ss2 
Clicker || Clicker seasasenens Cursor | Bessssseee 
Volume_J | On/Off sme) L Displa Row/Col } Resse 


The function keys that have printing in black or blue on the overlay also activate 
setup mode functions. These functions are activated only when the Shift key is 
pressed and held and the SetUp key is pressed prior to pressing the desired 
Function (F) key. To disable any setup mode function, press and hold the Shift 


key and press the SetUp key. The display station will return to normal 
communication mode. 
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The following table describes the functions of the Function (F) keys in setup 
mode. For more information see Chapter 5, “Operations Using the IBM 
Enhanced Keyboard.” 


i Rule Style 


mn 
r2Z 


Change§8 the current ruler style (one of the three styles-vertical, horizontal, and 
cross-hair) at ihe cursor position in the data aréa as well as the ruler style 
symbols in the operating status area when the ruler function is enabled by the 
Ruler (Rule) key. If the ruler function is disabled, one of the three ruler style 


symbols that you selected appears on the operating status line. 


Pressing and releasing this key cyclicly changes from the vertical, the horizontal 
to the cross-hair style. 


Auto Dim Interval 
F3 


Changes the current auto dim interval (time required to start the auto dim 
function) and automatically increases the interval from 0 to 20 minutes. Five 

selections, 0, 2, 5, 10, and 20 are available. After the longest interval is reached, 
it returns to 0. 


Note: The dim indicator is displayed on the operating Status line. 


Adjusts the alarm volume. Pressing this key increases the alarm volume until 
the highest level is reached. After the highest level is reached, the alarm 
volume returns to off and the sequence starts over. 


Alarm Volume 
| F4 


Clicker Volume 
F5 


Adjusts the volume of the click sound. Pressing this key increases the clicker 
volume until the highest level is reached. After the highest level is reached, the 
clicker volume returns to off and the sequence starts over. 


Clicker On/Off Enables or disables the keyboard clicker. -_ 
F6 

Blink Cursor Enables or disables the cursor blink. 

F7 


Alt Cursor | Alternately selects either underscore-style or block-style cursor. When the 
F8 | current cursor style is underscore, pressing this key changes it to block-style. 


Extend Display Enables or disables the extended-display function. When enabled, each field 
F10 attribute in the data area will be displayed as a two-digit hexadecimal number. 
Each hexadecimal value will be displayed in a single-character cell. In addition, 
the terminal mode, station address, multinational character set symbol, 
controller link parity error count, and keyboard link parity error count will be 

| displayed on the operating status line. 


Changes the current selection among three terminal modes (one-display, 
two-display and display-printer). When the key is released, the terminal mode 
at that time will be selected. 


Terminal Mode 
F20 


Multinational Selects either the multinational character set or the country-specific character 
F21 set. 


Kbd ID Changes the current value of the keyboard ID. Pressing and holding this key 


F22 automatically increments the ID from -- through 63. When the key is released, 
the ID displayed at that time will be selected. When the keyboard ID reaches 63, 
sequence starts over again from --. : 

Cursor Row/Col Displays the current cursor location by line number and column position. 

F11 Pressing this key again blanks the indication. 


Set Address 1 Changes the current address of display station 1. Pressing and holding this key 
F23 automatically increments the address from 0 to 6. When the key is released, the 
address displayed at that time will be selected. 


When the station address reaches 6, sequence starts over again from 0. 
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Set Address 2 Changes the current address of display station 2. Pressing and holding this key 
F24 automatically increment the address from 0 to 6. When the key is released, the 
address displayed at that time will be selected. When the station 2 address 

reaches 6, the sequence starts over again from 0. 


Set Printer Address 
F24 


Changes the current address of the printer attached to the display station. 
Pressing and holding this key increments the address from 0 to 6 when you 

select the display-printer mode using the terminal mode key. When this key is 
released, the address displayed at that time will be selected. When the printer 
address reaches 6, the sequence starts over again from 0. 


Printer Setup Mode 


The Function keys that have printing in green on the overlay also activates 
printer setup mode functions. These functions are activated only when the 
PrtSet (F13/F1) key is pressed while pressing and holding the Alt key, prior to 
pressing the desired function key. To exit printer setup mode, press the PrtSet 
(F13/F1) key while pressing and holding the Alt key. 


The following table describes the functions of the Function keys in printer setup 
mode. For more information, see Chapter 5, “Operations Using the IBM 
Enhanced Keyboard” on page 5-1. 


Device ID Alternately changes the device ID from 4214 to 5256 or from 5256 to 4214. The 

F14 device ID number represents a system printer or a workstation printer (either 
IBM 4214 or IBM 5256) that the printer attached to your display station 
emulates. 


Character Set Alternately changes the printer character set from 437 to 850 or from 850 to | 
F15 437. (Not available for the Katakana keyboard.) | 


| CPI Displays the current character pitch of the printer attached to your display 

| F16 station. Pressing this key while pressing and holding the Shift key changes 

: the current character pitch to the desired one from the eight selections (see 
Chapter 5 for more details). 
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| LPI Displays the current line pitch of the printer attached to your display station. 
Fi7 Pressing this key while pressing and holding the Shift key changes the 
current line pitch to the desired one from the seven selections (see Chapter 5 
for more details). 


! Quality 
F18 


Displays the current print auality (characters to be printed by the attached 
printer). Pressing this key while pressing and holding the Shift key changes 
the current print quality to the desired one from the three selections (see 

Chapter 5 for more details). 
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Katakana-Unique Shift Keys (IBM Enhanced Keyboard) 


Figure 4-2. 


The Katakana keyboard has two keyboard operating modes; alphanumeric and 
Kana. Switching the keyboard operation mode can be done by pressing the 
Alphanumeric/Kana ( ee ) key. If you are in the Kana mode, pressing this key 
changes the mode to alphanumeric mode. 


In alphanumeric keyboard operation mode, you can use the keyboard like a U.S. 
English keyboard. In Kana operation mode, you can use it like a Kana 
keyboard. In each mode, there are two shifts available; shift up and shift lock. 
Figure 4-2 shows the relationship between the shift status (including capslock) 
and the characters on the keytop. 


| 


4 7 | . #7 


# 7 # 7 
(3 77) | 37 
/__\ Paaesk 
Ta ——sann nent neeeneneoren anneal 
Alphanumeric Keyboard Katakana Keyboard Operation Mode 


Operation Mode 


Relation Ship between Shift Status and Keytop Character 


There are two Shift Lock keys: alphanumeric and Katakana. These two Shift 
Lock keys are used to: 


e Enter a continuous alphanumeric or Katakana data stream from the 
keyboard. 


@ Force either Katakana-shift lock or alphanumeric shift lock, which overrides 
any host-specified shift status. 


The following table shows the operating-status line symbol for each shift or shift 
lock status in each keyboard operation mode. 
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| Katakana Symbol 
K a 


atalkan don we 
BA LEATALAL IA 
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Chapter 5. Operations Using the IBM Enhanced Keyboard 


Modes 


Test Mode 


The IBM 3197 display station operates in six modes: test, normal 
communication, setup, record, play and printer setup. 


There are two test sub-modes: basic assurance test and offline test. In basic 
assurance test (BAT) sub-mode, the self-diagnostic program automatically runs 
to verify the hardware functions. In offline test sub-mode, additional tests can 
be executed. For more details on these tests, refer to the /BM 3197 Model D 
Display Station Problem Salving Guide, GA18-2547. 


Normal Communication Mode 


Setup Mode 


Record Mode 


In this mode the display station can send data to and receive data from the host 
system. Also in display printer mode, the printer attached to your display 
station can receive and print data from the host system. 


The display station has two setup sub-modes: offline setup and online setup. 


In offline setup mode, the number of logical workstations, address for each 
workstation, and necessary parameters for communication with the host system 
should be specified. 


In online setup mode, the various functions available for the display station 
should be specified. 


Pressing the Record key in normal communication mode causes the display 
station to enter record mode. In this mode, an often-used keystroke sequence 
(words or sentence) can be assigned to a particular Function (F) key. Refer to 
“Record Mode Operation” for additional information. 
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Play Mode 
Once the keystroke sequences are recorded while in record mode, those 
keystroke sequences can be recalled to any position in the data area when the 


Play key is pressed in normal communication mode and the designated F key is 
pressed. Refer to “Play Mode Operation” for additional information. 


Printer Setup Mode 
There are two printer setup sub-modes: offline printer and online printer. 
In offline printer setup mode, a printer character set and a device ID can be 
specified. In addition, all functions for the online printer setup mode can be 


selected or set in offline printer setup mode. 


In online printer setup mode, your desired character size and style, and line 
spacing for the printing format can be selected. 


The printer setup mode functions are described later in this chapter. 
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Setup Mode Operation 


In setup mode, two types of setup mode functions are available; offline setup 
and online setup function~ 


The offline setup functions should be determined during the initial machine 
setup time. Or if you want to change the functions because of terminal 
configuration changes, you should determine the offline setup functions before 
Changing the online setup functions. 


In addition, all of the online setup functions can be selected or set in offline 
setup mode. 


Note: All setup functions after being selected will be stored and will not be 
reset when the display station power switch is set to O (off). 


The following sections describe the procedures for specifying both offline setup 
and online setup mode functions. 


Offline Setup Functions 


The offline setup functions can be specified after pressing the SetUp key only 
when the display station is in the offline test sub-mode of test mode. The 
functions available are: 


Select the terminal mode 

Select the multinational character set 
Set the keyboard ID 

Set station address 1 

Set station address 2 

Set the printer address. 


Note: If you perform any of the previous offline setup functions, the host system 
and the IBM 5294 Control Unit (if the IBM 3197 is remotely attached) may have to 
be reconfigured. Contact your supervisor. | 


The following sections describe the procedure for specifying each offline setup 
mode function. 


Help for the user 


For ease of use, each setup function is described in a separate 
sub-section. However, when you need to setup two or more 
setup functions at the same time, you can set them 


successively in setup mode without turning power off and on 
when following the setup procedure for each setup function. 
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Select the Terminal Mode 


Note: The selection of the terminal mode should be made based on your 
terminal configuration. Consult your supervisor or system operator before 
Starting this procedure. 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). 
Hold the space bar until the test pattern appears. 


3. Press and hold the Shift key and then press the SetUp key. A diamond ( *: ) 
and one of the following terminal mode symbols appear on the operating 
status line. 


-) ..... One-Display Mode 


_ | 
-~ Setup Mode Symbol Terminal Mode 
(Example) 
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Press and release the F20/F8 key while pressing and holding the Shift key. 
The terminal mode symbol changes each time you press the F20/F8 key in 
the following order. 


acene 


Release both the F20/F8 key and the Shift key when the terminal mode 
symbol you want to select, appears. 


Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the terminal mode 


will be stored and will not be reset when the display power switch is set to 
O (off). 


Press the Reset key to enter normal communication mode. 
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The following sections describe what can be done in each terminal mode 


(one-display, two-display or display-printer mode). 


One-Display Mode Operation 


In one-display mode, your display station has one display station address and 
works as an ordinary single display station. 


In this mode, either of the two screen formats; 24 lines x 80 characters (1920 
characters) and 27 lines x 132 characters (3564 characters), can be selected by 
the host system application programs. The following figures show the 
differences of the two screen formats. 


132 characters 


80 characters 


24 lines | 27 lines 


1920 Character Screen Format 3564 Character Screen Format 


Two-Display Mode Operation 


9-6 


in two-display mode, your display station has two display station addresses and 
works as two display stations. 


Like the one-display mode operation, the above two screen formats are used by 
the host system application programs. In addition, the display station iocally 
supports the screen format of 41 lines x 80 characters (3280 characters) where 
data from the two display stations (logical display stations) can be displayed 
simultaneously. This screen format is called “split screen”. The following 
figure shows the format of the split screen. 


80 characters 


fe ee 


24 lines | 


17 lines ; 


Your Display Screen 


Logical Display Station 1 


Logical Display Station 2 
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The upper half of the screen displays the full screen (24 lines x 80 characters) 
from the one display station (logical display station 1) and the lower half of the 
screen displays a part of the screen (17 lines x 80 characters) from the other 
display station (logical display station 2). For the lower half of the screen, using 
the Local Scroll keys (Back and Fwd keys), the screen can be scrolled up or 
down line by line to display the hidden 7 lines (in other words, the lower half of 
the screen only displays 17 lines out of the 24 lines full screen at one time). 


Your display station also displays the full screen data from either of the two 
display stations (logical display station 1 and 2) on the display screen format of 
the 24 lines x 80 characters or 27 lines x 132 characters. This display screen 
format is called “non-split screen”. | 

With the Zoom key, the display screen format can be changed from the split 
screen to the non-split screen or from the non-split screen to the split screen. At 
initial power-on time, the display screen format is set to the non-split screen. 

In summary, the following functions are available in two-display mode. 

@ Local Scroll function 

@ Jump function 

@ Zoom function 

The following sections describe in more detail the above functions. 

Split Screen 

Your display station interacts with the host system using the two display stations 
(logical display station 1 and 2) simultaneously because your display station has 
two display station addresses. 

As described above, in split screen the display screen is divided into two data 
areas. The upper half of the screen displays the full screen data (24 lines x 80 


characters) and the lower half displays a part of the full screen (17 lines x 80 
characters). 
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The cursor that indicates which of the split screens is currently active resides in 
the upper half screen the first time the screen is split. See the figure below. 


Cursor 


Logical Display Station 1 


Your Display Screen 
(Split Screen Format) 


Logical Display Station 2 


In the above screen, you can key in data using the upper half of the screen. The 
lower half of the screen only displays a part of the data of display station 2 
(logical display station 2). In other words, the data on the lower half can be used 
as a reference. 


local Scroll 


The lower half screen can be scrolled by the Local Scroll (Fwd and Back) keys 
within the range of 7 lines. Local scroll is functional only when the lower screen 
is not active. See the following figure. 


Cursor 


(Active) 


Your Display Screen Logical Display Station 
If the lower half screen displays the top 17 lines of the full screen of display 
station 2, pressing the Fwd key, scrolls down the lower half screen of your 
display station line by line until the bottom line shows the 24th line of data of 
logical display station 2. 


When scrolling reaches the 24th line of data of display station 2, scrolling stops. 
By pressing the Back key, the scrolling starts over again from the bottom to the 
top of the data of display station 2. 


Jump 


If you have completed the operation on the data of display station 1 and want to 
key in data of logical display station 2, pressing the Jump key changes the 
Current active screen to the lower screen. The cursor moves from the upper half 
screen to the lower half screen. 
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Logical Display Station 1 


Your Display Screen 
Logical Display Station 2 


Now, you can key in data on the lower half of the screen (logical display station 
2). 


Note: While in split screen, if the host system specifies the 132 characters x 27 
lines screen format for the active screen, your display screen automatically: 
changes from split screen to non-split screen and the specified screen format 
will be displayed on the screen. In the same condition, if the host system 
specifies the same screen format for the inactive screen, the 80 characters x 24 
lines screen format (active screen) will be displayed. 


Non-Split Screen 
Your display screen can interact the host system using either one of the logical 
display stations, but with only one at atime. The display of the data can be 


switched from one logical display stations to the other one (see the figure shown 
below). 


| Logical Display Station 1 


Your Display Screen 
| Logical Display Station 2 


At initial power on time, the full screen data of display Station 1 is displayed on 
your display screen and data can be keyed in. 
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Jump 


Pressing the Jump key (while pressing and holding the Alt key) alternates the 
display from one logical display station to the other. 


| 


|_| Logical Display Station 1 


Logical Display Station 2 


Your Display Screen 
mH : 


i 


Zoom for Split and Non-split Screens 


When you need to change the screen format from the split screen to the 
non-split screen or from the non-split screen to the split screen, press the Zoom 
Key. 


The following figures show the transition of the current display screen to the 
display screen after pressing the Zoom key. 


Current Screen Screen after Pressing the 
Cursor Zoom Key 


(Split Screen) (Non-Split Screen) 


Cursor 


Cursor (Split Screen) (Non-Split Screen) 
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Cursor Cursor 


(Non-Split Screen) (Split Screen) 
Cursor 


(Non-Split Screen) Cursor 
(Split Screen) 


Note: The shaded area shows the active screen. 


Display-Printer Mode Operation 


In this mode, your display station is logically connected to both display station 1 
and the printer attached to your display station. 


Your display station has one logical display station address (station address 1), 
you cannot use the functions of the Jump, Local Scroll keys, and Zoom keys. 
For the operation of the printer functions, see the “Printer Setup Mode 
Operations” later in this chapter. 
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Select the Multinational Character Set 
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Note: Multinational character set is a function of the host system. Do not set 
multinational character set unless you consult your system operator. 


Set the power switch to O (off). 


Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


Press and hold the Shift key, and then press the SetUp key. A diamond (<:) 
appears on the operating status line. 


Press and hold the Shift key and then press the F21/F9 key, to alternately 
select the multinational character set. When an ‘M’ aprsars on the operating 
status line, the multinational character set is selected. 
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Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the multinational 
character set will be stored and will not be reset when the display station 
power switch is set to O (off). 


Press the Reset key to enter normal communication mode. 


Set the Keyboard ID 


This function defines the ID of your keyboard. Your keyboard ID should a/ways 
be set to“--"unless your system operator provides a different ID number. 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press and hold the Shift key and then press the SetUp key. A diamond ( ::) 
appears on the operating status !ine. 


Keyboard ID 


4. The keyboard ID will be displayed at the right side of the operating status 
line. If you press and hold the F22/F10 key while pressing and holding the 
Shift key, the keyboard ID increases. 


Note: A“ --” immediately follows the number 63 when the keyboard ID key 
is pressed. 


5. Release both the F22/F10 key and the Shift key when your desired keyboard 
ID appears on the screen. 


6. Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from the setup mode. Once selected, the keyboard 
ID will be stored and will not be reset when the display station power switch 
is set to O (off). 


7. Press the Reset key to enter normal communication mode. 
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Set Station Address 1 


5-14 


This function defines the address of your display station. 


Set the power switch to O (off). 


Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


Press and hold the Shift key and then press the SetUp key. A diamond (:;') 
appears on the operating status line. 


The station address of your display station 1 will be displayed in the 
operating status line. If you press and hold the F23/F11 key while pressing 
and holding the Shift key, station address 1 increases. When the address 
reaches 6, the sequence starts over again from 0. 
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Terminal Mode (Example) 
Station Address 1 (Example) 


Release both the F23/F11 key and the Shift key when your desired address 
of station address 1 appears on the screen. 


Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from the setup mode. Once selected, the station 
address will be stored and will not be reset when the display station power 
switch is set to O (off). 


Press the Reset key to enter normal communication mode. 


Set Station Address 2 


This function defines the address of your display station 2. 


Note: You need the setting of station address 2 because you selected 
two-display mode in the terminal mode selection (refer to the procedure for 
specifying the terminal mode). 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press and hold the Shift key and then press the SetUp key. A diamond (:::) 
appears on the operating status line. 


4. The station address of your display station 2 is displayed at the right of 
Terminal Mode Symbol on the operating status line. If you press and hold 
the F24/F12 key while pressing and holding the Shift key, station address 2 
increases. When the address reaches 6, the sequence starts over again 
from Q. 


Station Address 2 
(Example) 
——— Terminal Mode 
L________Station Address 1 
(Example) 
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0-16 
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Release both the F24/F12 key and the Shift key when your desired address 
of station address 2 appears on the operating status line. 


Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, station address 2 
will be stored and will not be reset when the display station power switch is — 


© 
© 
¢ 


Press the Reset key to enter normal communication mode. 


Set the Printer Address 


This function defines the address for the printer that is attached to the display 
station. 


Note: You need the setting of the printer address because you selected 
display-printer mode in terminal mode selection (refer to the procedure for 
specifying the terminal mode). 


1. Set the power switch to O (off). 


ho 


Press and hold the space bar and set the nower switch to! (on). Hold the 
space bar until the test pattern appears. 


3. Press and hold the Shift key and then press the SetUp key. A diamond ( <: ) 
appears on the operating status line. 


4. Press and hold the Shift key and then press and release the Terminal Mode 


—_ ID 


———— Terminal Mode 


5. The printer address of the printer attached to the display station is displayed 
on the operating status line. If you press and hold the F24/F12 key while 
pressing and holding the Shift key, the printer address increases. 
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Printer Address 
(Example) 


- Terminal Mode 


Note: The printer address can be selected from seven numbers (0 to 6). 
The address assigned to your display station cannot be selected as the 
printer address. 


6. Release both the F24/F12 key and the Shift key when your desired printer 
address appears on the operating status line. 


7. Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the printer address 
will be stored and will not be reset when the display station power switch is 
set to O (off). 


8. Press the Reset key to enter normal communication mode. 
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Online Setup Functions 


The online setup functions can be specified after pressing the SetUp key while 
the display station is in normal communication mode. The functions available 
are: 


Select the ruler style 

Select the auto display dim interval 
Adjust the alarm volume 

Adjust the clicker volume 
Enable/disable the clicker action 
Enable/disable the cursor blink 
Select the cursor style 
Enable/disable the extended display 
Enable/disable the cursor locator. 


Note: The above setup mode functions can also be specified in the offline setup 
mode. 


The following sections describe the procedures for specifying each online setup 
mode function. 


- Help for the user vcauiiancdiagurvaicun, t 
| For ease of use, each setup function is described in a separate 


pews 


sub-section. However, when you need to setup two or more 
setup functions at the same time, you can set them 

successively in setup mode without turning power off and on 
when following the setup procedure for each setup function. 


Chapter 5. Using the 102-key Keyboard 5-19 


Select Ruler Style 


1. Press and hold the Shift key and then press the SetUp key. A diamond (::') 
and the current ruler style (vertical, horizontal, or cross-hair) appear on the 
operating status line. 


Ruler Style 
+ (Cross-hair) 
— (Horizontal) 
| (Vertical) 


2. Press and release the F14/F2 key until the desired ruler style appears on the 
operating status line. The ruler style will be changed from vertical (|), 
horizontal (— ) to cross-hair (+). 


Note: To enable the ruler function, you have to press the Rule key. 
3. Press and hold the Shift key and then press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the ruler style will 


be stored and will not be reset when the display station power switch is set 
to O (off). 
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Display Dim Interval Adjustment 


Note: When display dim is enabled ( = is displayed), the screen will blank, 
except for the operating status line, if no key is pressed and no data is received 
from the h d time (0, 2, 5, 10 and 20 minutes). 


SetUp ASE: FS ‘Aris \iepees PORERE SEY OGG TRY GOS TY OS 
earanarete ntotatenete’ etatanece’ 
ar Pe AE eee Ue Bh 


the Display Dim Indicator ( = ) appear on the operating status line. 


= Display Dim Interval 
(O, 2, 5, 10, 20 minutes) 


— Dim Indicator 


2. Press and release the F15/F3 key until the desired time among 5 selections 
(0, 2, 5, 10 and 20 minutes) appears on the operating status line. 


3. Press and hold the Shift key and press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the auto display 
dim will be stored and will not be reset when the display station power 
switch is set to O (off). 
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Adjust Alarm Volume 


1. Press and hold the Shift key, and press the SetUp key. A diamond (::) and 
the alarm symbol (2: ) appear on the operating status line. 


Alarm Volume (/-) (Example) 


--_— Alarm Symbol 


2. You can choose one of six possible alarm volumes, (: to =). Volume level © 
means the alarm is off. 


Press and hold the F16/F4 key until your desired alarm volume appears on 
the status line. The volume level increases until the highest level is 


off () and the sequence starts over. 


3. Press and hold the Shift key and press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the alarm level will 
be stored and will not be reset when the display station power switch is set 
to O (off). 
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Adjust Clicker Volume 


Press and hold the Shift key, and press the SetUp key. A diamond (::) 
appears on the operating status line. 


Clicker Volume (| - =) (Example) 


——Clicker Symbol 


You can choose from six possible clicker volumes, (| to =). Volume level | 
means the clicker is off. 


Press and hold the F17/F5 key until your desired clicker volume appears on 
the status line. The clicker volume level increases until the highest level (~) 


to off (:) and the sequence starts over. 


Press and hold the Shift key and press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the volume will be 
stored and will not be reset when the display station power switch is set to 
O (off). 
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Enable/Disable Clicker Action 


cS 


Ae) a 2 aes 
eee 


1. Press and hold the Shift key, and press the SetUp key. A diamond (<:) and 
the clicker symbol appear on the operating status line. 


Clicker Symbol 


2. Press the F18/F6 key to alternately enable or disable the clicker. 


Note: When you press the F18/F6 key: if you hear a click, clicker action is 
enabled; if you do not hear a click, clicker action is disabled. 


3. Press and hold the Shift key, and press the SetUp key again. The diamond 
disappears as you exit from setup mode. Once selected, the clicker action 
will be stored and will not be reset when the display station power switch is 
set to O (off). 
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Enable/Disable Cursor Blink 


1. Press and hold the Shift key, and press the SetUp key. A diamond (::) 
appears on the operating status line. 


2. Press the F19/F7 key to alternately cause the cursor to blink or not to blink 
(see the cursor on the data area of the screen). 


3. Press and hold the Shift key, and press the SetUp key again. The diamond 
disappears as you exit from setup mode. Once selected, the cursor action 
will be stored and will not be reset when the display station power switch is 
set to O (off). 
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Select Cursor Style 


1. Press and hold the Shift key, and press the SetUp key. A diamond (::: ) 
appears on the operating status line. 


2. Press the F20/F8 key to alternately select either an underscore-style or 
block-style cursor (see the cursor style on the data area of the screen). 


3. Press and hold the Shift key, and press the SetUp key again. The diamond 
disappears as you exit from setup mode. Once selected, the cursor style 
will be stored and will not be reset when the display station power switch is 
set to O (off). 
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Note: Extended display allows you to display field attributes. 


1. Press and hold the Shift key, and press the SetUp key. A diamond (::) 
appears on the operating status line. 


2. Press the F22/F10 key to enable or disable the Supported extended dispiay 
capability of the display station. When enabled, additional information is 
displayed in two areas: 


@ inthe data area and message lines, an attribute character for each field 
appears in hexadecimal form. 


@® On the operating status line, the status of the following setup function 


will appear. 
[> Keyboard Error Count 
Link Error Count 
000 000 + 10 = 3= 3M1fFiU2 -- 
Ruler Style Keyboard ID 
Station Address 2 
Display Dim Interval Terminal Mode 
= Station Address 1 
Alarm Volume — Multinational 


Clicker Volume Character Set 


@ Inall unformatted areas on the screen, dots appear. 


Press and hold the Shift key and press the SetUp key. The diamond 
disappears as you exit from setup mode. Once selected, the extended 
display value will be stored and will not be reset when until the display 
station power switch is set to O (off). | 
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Enable/Disable Cursor Locator (Row/Col) 


1. Press and hold the Shift key, and press the SetUp key. A diamond (::) and 
the cursor locator appear on the operating status line. 


Cursor Locator 
(Example) 


2. Press the F23/F11 key to alternately display or blank the cursor locator 
(row/column) on the operating status line. 


Column Number 
Row Number 


3. Press and hold the Shift key, and press the SetUp key again. The diamond 
disappears as you exit from setup mode. Once selected, the row/column 
action will be stored and will not be reset when the display station power 
switch is set to O (off). : 
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Record Mode Operation 


Assigning Keystroke Sequences to Function Keys 


As described in the explanation of the Record key, you can assign recorded 
keystrokes to any of the 24 Function (F) keys. The maximum number of 
keystrokes that can be recorded is 1500. The exercise for record/play operation 
at the end of this chapter will help you to become familiar with record mode 
operation. 


1. Press and hold the Alt key, and press the Recrd (F16/F4) key. A ‘R’ appears 
on the operating status line. The number to the right of the ‘R’ shows the 
remaining number of keystrokes that can be recorded. 


xxxx ERE ESS BR 


Function Key Assignment 
Indicator (Example) — See Note. 


Remaining Possible Keystrokes 


Note: The Function Key Assignment indicator shows you (by a solid box) 
which F keys have already been assigned for recording keystrokes. 


2. Press any one of the 24 Function keys to which you want to assign a word or 
message. The related F key number is displayed in place of the “Function 
Key Assignment Indicator’. 


lf an alarm sounds and the number increases when the Function key is 
pressed, there is something already recorded for that Function key. If you 
do not want to destroy the recorded key sequence, press the Record key to 
exit record mode. You must exit, then re-enter record mode before pressing 
a new Function key or the key sequence assigned to the previously selected 
Function key will be erased. 


To delete the entire keystroke sequence assigned to a particular Function 
key, press the appropriate Function key, and then press the Delete key. 


Note: \If an error code appears on the operating status line during record 
mode, see Appendix A, “Error Codes and Recovery Procedures.” 


3. Type the keystroke sequence you want to save. As you type, notice that the 
number following the ‘R’ on the operating status line decreases. 


Note: If you want to temporarily stop recording the keystroke sequence (for 
example, you want to insert some words in playback operation), press the 
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Pause key. When you press the Pause key again, you can continue 
recording the remaining keystroke sequence. 


4. Press and hold the Alt key, and press the Record (Recrd) key if you do not 
want to record any more keystroke sequences. The keystroke sequence is 
saved even if the display station power switch is set to O (off), and can be 
played back by pressing the Play key and the appropriate Function key. 


Notes: 


1. Each make/break key (such as Shift, Alt or Pause key) recorded in a 
keystroke sequence is counted as two keystrokes. 


2. While in record mode, if you attempt to record AID keystroke sequences 
(Cmd, Enter, Clear, Attn, SysRq) that cause an input inhibit condition, the 
keystroke sequences will be recorded. 


However, when the keystroke sequence is played back, only the keystroke 
sequence (including the AID key) just before the first AID key was pressed 
will be played back. An input inhibit condition will occur and the remaining 
keystroke sequences will be ignored by the host system. 


3. The following keystrokes cannot be assigned to any Function key. 


Play 

Setup 

Record 

Printer Setup Mode Keys 
Two-Display Mode Keys 


4, The following three functional keys are applicable in record mode. 


@ Pause key: When you want to insert some words or sentences in 
playback operation, press this key at the place where you want to insert 
them. The pause action will be recorded as well as other keystroke 
sequences. To continue the record operation, press the Pause key 
again. 


© Quit key: If you change your mind before recording some words or 
sentences, press this key to exit record mode. 


Note: /If you press the Quit key after pressing the target F key and 
recording some keystrokes, the entire keystrokes you previously 


recorded and the keystrokes you newly entered will be deleted. 


@® Delete key: When you want to delete the currentiy recorded keystrokes, 
press this key after pressing the target F key. 


Warning: 


1. All recorded keystroke sequences are accessible anytime the 
display station is powered-on. 
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2. Before exiting from record mode, do not turn the power switch 
to off. Otherwise, the data recorded may be lost. 
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Play Mode Operation | 


Playing Back Keystroke Sequences Assigned to Function Keys 


As described in the explanation of the Play key, the display station can play 
back keystroke sequences that were assigned to a particular Function (F) key. 
The exercise of record/play operation after this section will help you to become 
familiar with play mode operation. 


1. Position the cursor at the location where you want the keystroke sequence 
to begin. 


2. Press and hold the Alt key, and press the Play (F17/F5) key. A ‘P’ and the 
Function key assignment indicator appear on the operating status line. 


Function Key Assignment 
Indicator (Example) 


3. Press the same function key you used to record the keystroke sequence. 
The keystroke sequence will be automatically played back starting at the 
location of the cursor. When the playback completes, the ‘P’ disappears 
from the operating status line. 


Note: If an error code appears on the operating status line during play 
mode, see Appendix A, “Error Codes and Recovery Procedures.” 


Note: In play mode, the following two functions are operational. 

@ Pause: When you recorded the pause function during a record mode 
operation, the function is automatically executed (playback action stops). At 
the pause you can key in any words or sentences and press the Play key to 


continue the playback sequence. 


@® Quit: During playback operation, you can cancel the playback sequence any 
time by pressing the Quit key. 
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Record/Play Exercise 


Record the name ‘ABC Company’ in the F1 key and play back 


the name at the first position of the second line on the screen. 


1. Make sure that the display station is in normal communication mode. In 
normal communication mode, the screen should look like this: 


System Available Symbol Operating Status Line 
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2. Torecord a keystroke sequence, press and hold the Alt key and press the 
Record key. A ‘R’ appears on the operating status line. The number of 
keystrokes remaining appears next to the ‘R’. 


Function Key Assignment Indicator (Note) 
Remaining Number of Keystrokes 


Note: This indicator shows you the status about the function keys that have 
already used for recording keystroke sequences. The solid box represents 
the assigned key and the frame box represents the non-assigned key. 
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3. Press the F1 key (the key where you plan to record the data). 


4. Type in ‘ABC Company’ at the location of the cursor. In this exercise, the 
cursor is assumed to be located in the home position (first row, first 
column). 


ABC Company _— 
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5. Verify that the company name is correctly typed in. Press and hold the Alt 
key, and press the Record key again. The ‘R’ disappears from the operating 
status line. 


If the keystroke sequence is not typed correctly, press the Record (Recrd) 
key while pressing and holding the Alt key and return to step 1. 


AB C Company _ 


6. Move the cursor to the first position of the second line. To play back the 
keystroke sequence, press the Play key while pressing and holding the Alt 
key. A ‘P’ appears on the operating status line. 


ABC Company 


—— 
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7. Press the F1 key, ‘ABC Company’ appears at the cursor position, the cursor 
moves to the next input position and the ‘P’ disappears. 


ABC Company 
ABC Company __ 


The task is complete. You can continue entering data 
from the location of the cursor. 
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Printer Setup Mode Operation 


Your display station can attach any of the following IBM PC printers as a system 
controlled printer. 


IBM Proprinter (IBM 4201 Model 1) 

IBM Proprinter II (IBM 4201 Model 2) 

IBM Proprinter XL (IBM 4202) 

IBM Quietwriter Printer | (IBM 5201 Model 1) 
IBM Quietwriter Printer Il (IBM 5201 Model 2) 
IBM Quietwriter Printer Ill (IBM 5202) 


In printer setup mode, you can specify printer functions such as the character 
pitch, line pitch and print quality for print out of the attached printer. You can 
also cancel printing using the Quit key or inquire printer status in this mode. 


Notes: 


Do not power off the attached printer while the IBM 3197 is in normal 
communication mode and the host system is transmitting print data. 
Otherwise, the print data may be lost. 


Do not power off and on the attached printer in a quick sequence. Some 
seconds are needed between powering off and on the attached printer for 
the IBM 3197 to re-initialize the printing format of the attached printer. 


When you attach the IBM 5202 printer to your display station, the code page 
number 850 should be specified for the pluggable fonts. In addition, you 
also have to set the setup switch group 2 (six switches) to the following 
combination. 


| Switch Number ; | fe 2 and 3 


Switch Position {ON | ANY 


4. 


The NLQ II font is not supported when the IBM 4201 Model 2 is attached to 
the IBM 3197. 


Specifying Printer Functions 
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To specify the printer functions, follow the steps shown below. 


1. 
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setup mode selection. (Refer to the “Select the Terminal Mode” in the 
previous section.) 


Enter the offline printer setup mode and specify the : 
@ Printer Character Set 


@e Device ID. 


3. Exit from the offline printer setup mode and then enter the online printer 
setup mode and specify the : 


e Character Pitch (Characters Per Inch) 
@ Line Pitch (Lines Per Inch) 
@ Print Quality. 


Note: The above three functions can also be specified in offline printer 
setup mode. 


4. Exit the online printer setup mode and return to the normal communication 


mode. All of the selected settings will be stored and will not be reset when 
the display station power switch is set to O (off). 


Cancelling Printing Operation 
To cancel the printing of the current print file, do the following steps. 
1. Enter the online printer setup mode. 


2. Press the Reset key while pressing and holding the Alt key. Then the 
printing of current print file will be cancelled. 


3. Exit from the online printer setup mode and return to nomal communication 
mode. 


Note: The printer continues printing data that were sent to the printer buffer 
prior to your print cancel request. 


Inquiring Printer Status 


If the printer does not work or stops printing during a print operation, do the 
following steps. 


1. Enter the online printer setup mode. 

2. Check printer setup mode symbol or error codes displayed on the operating 
status line. If there is an error code, see Appendix A, “Error Codes and 
Recovery Procedures.” If there is a printer setup mode symbol, see the 


“Symbols in Printer Setup Mode” in Chapter 1. 


3. Exit from the online printer setup mode and return to normal communication 
mode. 
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Display-Printer Mode Selection 


1. Set the power switch to O (off). 


2. Press and hold the space bar and set the power switch to | (on). Hold the 
space bar until the test pattern appears. 


3. Press and hold the Shift key and then press the SetUp key. A diamond (::) 
appears on the operating status line. 


4. Locate the symbol of the Terminal Mode at the right side of the operating 
Status line. That symbol should be one of the following symbols 


wae 


(c), el) and G2). 


Bae’ 


Terminal Mode 
(Example) 


5. If the symbol of Terminal Mode is other than ||; , press and release the 
F20/F8 key while pressing and holding the Shift key until =~. appears at 
the position of the operating status line, then release both the F20/F8 key 


and the Shift key. Ifthe symbolis =~; , goto the next step. 
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6. Press and hold the Shift key and press the SetUp key. The diamond 
disappears as you exit from setup mode. 


You have now selected the display-printer mode and recorded it. 


Continue to the next offline printer setup mode operation. 
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Offline Printer Setup Mode Operation 


9-42 


Note: Before starting this section you have to get information about your Printer 
Character Set and Device ID from your supervisor. 


1. Press and hold the Alt key and press the PrtSet (F13/F1) to enter offline 
printer setup mode. A diamond (::) and printer setup mode symbol ( ~~ ) 
appear at the left side of the operating status line. At the right side of the 
operating status line the printer character set symbol appears. 


| | 
‘Printer Setup Mode Symbol \— Printer Character Set (Example) 


——— Diamond eer ere ID (Example) 


2. Press and hold the Shift key and press and release the F15/F3 key. The 
number for the printer character set column alternately changes from ==" to 
=so or vice versa. Select either -2> or =se. 


Note: Select ==" if an !1BM Proprinter (IBM 4201) or an IBM Proprinter XL 
(IBM 4202) is attached. Select =5- if an IBM Quietwriter Printer | and I! (IBM 
5201) or an IBM Quietwriter Printer Ill (IBM 5202) is attached. 


3. Press and hold the Alt key and then press the F14/F2 key to enter device ID 
mode. The device ID symbol appears on the operating status line. 


4. Press and release the Shift key parent with F14/F2 key. The number 10% 
zee / to 25s orfrom 2255 to 44. 
Select either one. 


Note: The printers available for your display station emulate the functions 
of either the IBM 4214 or the IBM 5256. Both the IBM 4214 and the IBM 5256 
are the system printers or the workstation printers for the System/36 and the 
System/38. 


5. Press and hold the Alt key and press the F14/F2 key to exit from device ID 
mode. 


6. Press and hold the Alt key and press the PrtSet key (F13/F1) key to exit from 
offline printer setup mode. 


7. Press the Reset key to enter normal communication mode. 
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You have now selected all the required settings for offline printer 


setup mode. 
Continue to the next online printer setup mode operation. 
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Online Printer Setup Mode Operation 


Now you can specify the print functions such as the character pitch, line pitch 
and print quality for the printout of the attached printer. 

However, selection of the print functions has a limitation depending on the 
device ID selected in offline printer setup mode (previous section). 


Determine the possible selection of the character pitch, line pitch and print 
quality before doing the online printer setup mode operation. Figure 5-1 shows 
the summary of the possible selections depending on the device ID. 


Device ID Print Functions 


Character Pitch Line Pitch Print Quality 
(CPI (LPI) | 


(8 LPI) : (Draft) 
(6 LPI) lad (Near Letter) 
(Double Height) Wie (System 
(Standard Designated) 
Height) 
=. (Double Height) 
Proportional “= (Standard 
Spacing) Height) 
(System = (System 
Designated) Designated) 


(8 LPI) : (Draft) 
(6 LPI) le (Near Letter) 
(Double Height) 
(Standard 
Height) 
=. (Double Height) 
Proportional == (Standard 
Spacing) Height) 


Figure 5-1. Selection of Print Functions 
Notes: 


1. Inthe above table, selection of both double height and proportional spacing 
functions are not supported by the IBM 4201. The IBM 5201 does not support 
double height, but does support proportional spacing if you select a “PS” 
labelled font cartridge from the IBM “Quiet” tm Electronic Fonts in Character 
Set A, and insert it in font slot ‘A’ on the printer. | 


2. When you specify values for character pitch and line pitch, that are different 
from the ones specified by the host system, data will be printed in 
accordance with your locally specified print format. If you specify print 
functions: “System Designated” for Device ID 4214, and “CPI 10 and LPI 6” 
for Device ID 5256, data will be printed in the system specified print format. 


3. When using the attached printer, if you press the Line Feed key, be sure to 
press the Form Feed key and also to keep correct print alignment. 
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Specifying Character Pitch 


1. Press and hold the Alt key and then press the PrtSet (F13/F1) key to enter 
online printer setup mode. Check that the following symbols are displayed 
on the operating status line. 


Printer Setup Mode Symbol. \____ Character Pitch (CPI) 


2. Press and hold the Shift key and then press the F16/F4 key. Each time you 
press the F16/F4 key while holding down the Shift key, the character pitch 
selection symbol will change in the following order. 


Note: The selection of the character pitch selections is limited when you 
select the 5256 Device ID. See Figure 5-1, “Selection of Print Functions” for 
additional information. 


3. If you want to exit from online printer setup mode, press and hold the Alt key 
and then press PrtSet (F13/F1) key. 


lf you need to specify the line pitch and the print quality, go to the next 
section. 
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Specifying Line Pitch 


Line Pitch (LPI) 


2. Press and hold the Shift key and then press the F17/F5 key. Each time you 
press the F17/F5 key while holding down the Shift key, the line pitch 
selection symbol will change in the following order. 


Me ee ah Sa rk San 

A a i SE 
tt Fr SY 
oe ory . + Ra aaa es RIE ET 
Fe a i SS OC 
atoute ff 


m ! po 7 nd a nd LT, 
(Standard (Standard (Double (Double (Syste 
Height) Height) Height) Height) Designated) 


Paki era a rT «et 
ope i TTT) 
Sescet or 
+ seeere Dear 
—_ et 
seeds y feoseed 
: 


Note: The selection of the line pitch selections is limited when you select 
the 5256 device ID. See Figure 5-1, “Selection of Print Functions” for 
additional information. 


3. If you want to exit from online printer setup mode, press and hold the Alt key 
and then press PrtSet (F13/F1) key. If you need to specify the print quality, 
go to the next section. 
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Specifying Print Quality 


1. Locate the symbol for print quality on the operating status line. 


__Character Quality 


2. Press and hold the Shift key and then press the F18/F6 key. Each time you 
press the F18/F6 key while holding down the Shift key, the print quality 
selection symbol will change in the following order. 


(Draft) (Near Letter) (System 


Designated) 


Note: When you select the 5256 Device ID, the system designated print. 
quality is not available. 


3. Press and hold the Alt key and then press the PrtSet (F13/F1) key to return 
the display station to normal communication mode. 


You have now completed all the necessary settings of 


the printer setup mode functions. 
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Appendix A. Error Codes and Recovery Procedures 


The display station is checked either by the host system or the built-in 
self-diagnostic program during communication or when the power switch is set 
to | (on). If errors are detected, the error codes can appear in four different 
positions on the display screen, depending on the nature of the problem. 


Split Screen 


Error codes appearing in positions@ and @are from the host system. If an error 
code appears in®, pressing the Help key may explain more about the error and 
may give the necessary recovery action. 


Error codes 90XX, L, K, LK, NV1, AD1 and AD2 appearing at @ on the operating 
status line, are controlled by the IBM 3197 display station. Error codes L, K, and 
LK, are used to isolate a failing element. For more details about isolation 
procedures, refer to the /BM 3197 Model D Display Station Problem Solving 
Guide, GA18-2547. 


Appendix A. Error Codes and Recovery Procedures A-1 


The following tables list and explain all error codes, causes, and recovery 
actions. 


OOXX (Error Codes Appearing at Position B) 


Error Cause | Recovery Action 
Code | | 


You pressed the Help key. However, either | Press the Reset key. 

no error code was displayed or the error Continue entering information or refer to 

was issued by a program that does not the meaning for the previously displayed 

support the Help key. error code and perform the recovery 
procedure. 


Press the Reset key. 
Continue entering information. 


The host system or remote workstation 
controller has not kept up with the rate 
you are entering information. The last 

character you entered was not recognized. 


The host system or remote workstation Press the Reset key. 

controller received an invalid key code Try to continue entering data. 

and does not know which key you pressed. | If the error cannot be reset or still occurs, 
report the problem to your system 
operator. 


You pressed an invalid key after pressing Press the Reset key. : 
and holding the Alt key. | | 
0004 You attempted to enter data into a field Press the Reset key. | 

that does not allow keyboard input. | 


At least one field on the display requires Press the Reset key. 
that you enter data before the display can Enter the required data. 
be changed or moved. (The cursor goes to 
the first character position of the first 


mandatory-entry field.) 


0007 


| 0010 You tried to enter data into a field that will Press the Reset key. 
| accept only signed numeric data. | Continue by using valid characters. 
Valid characters are 0 through 9. | 
| You attempted to enter data into the last Press the Reset key. 
position of a signed numeric field. Make sure that the data is correct, and 
exit from the field by using the Field —, 
Field+, or Field Exit key. 
Either there is no more room in the field Press the Reset key. 
or the cursor is in the last position of the Correct the field, if necessary, and 
field. continue. 
Do not use the Insert key to change data 
or to enter the last character into this field. 


You attempted to leave a field after you Press the Reset key. | 
pressed the Insert key. ! 


0014 You pressed a key function that moves the Press the Reset key. 
cursor out of the field. However, the Enter data to fill the entire field, or move 
requirements of this mandatory-fill field the cursor to the start of the field and use 
have not been met. (Mandatory-fill fields the Field—, Field+, or Field Exit key to 

must be filled completely or left blank.) blank out all of the field. 
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Error Recovery Action 
Code 


You entered data into a self-check field. Press the Reset key. 

The number and the check digit you just Check that you have correctly entered the 

entered do not correspond. number and check digit. If you have 
entered them correctly, check that the 


number is valid for a self-check field. If 
the numbers are valid but this error still 
occurs, report the problem to your system 
operator. 


You pressed the Field— key, but the field 
you were in is not a signed numeric field 
or, for some systems, a numeric-only field. 


You pressed the Field—, Field+, or Field 
Exit key. However, the requirements for 
this mandatory-fill field have not been 
met. 

A mandatory-fill field must be filled 
completely or you must exit from the first 
position of the field. 


Press the Reset key. 
Continue to enter data or press the Field 
Exit key to blank out all of the field. 


Press the Reset key. 
Enter data to the end of the field, or move 
the cursor to the start of the field and use 
the Field—, Field+, or Field Exit key to 

blank out all of the field. 


0017 


0018 You must use a non-data Key, such as the Press the Reset key. 
Field Exit key or a cursor movement key, Use a non-data key to leave this field. 
to leave this field. 

| 0019 You pressed the Dup key, which is not Press the Reset key. 
permitted in this field. Continue, but without using the Dup key in 
this field. 

0020 You pressed a key that is not allowed in Press the Reset key. 
this field. The cursor is in the same position as 
This is either a right-adjust or a signed | when you pressed the invalid key. 
numeric field. You must exit the field Continue by pressing the Field+, Field—, 
before pressing any of the following: or Field Exit key. 


Command/Function keys, Character 
Backspace key, Enter key, Print key, Help 
key, Roll keys, and the Home key (when 
the cursor is in the home position). 


Press the Reset key. 
| Enter the required data. 


The cursor is positioned ina 
mandatory-enter field. A mandatory-enter 
field must have data entered in it before 
you can exit the field by pressing the 
Field+, Field—, or Field Exit key. 


A system error occurred. 
The status of the present field is not 
known. This error can occur during an 
insert or delete operation. 


Press the Reset key. 
Check the display to determine if the 
insert or delete function was done 
properly. 

If not done properly, correct the field. 


You pressed the Hex key but the first key 
pressed was not a character A through F 
or 4 through 9; or the second key pressed 
was not a character A through F or 0 
through 9. This error also occurs whena 
hexadecimal code is used ina 
numeric-only, signed numeric, alpha-only, 
or feature I/O field. 


Press the Reset key. 
Continue by using the correct keys. 
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Error Recovery Action | 
Code | 


You pressed the Field— key to exit a Press the Reset key. 
numeric-only field, but the last position of Correct the last position of the field, or exit 
the field was not a number 0 through 9. the field by using the Field+ or Field Exit 

| key. 


0027 You pressed a key that is not used by this Press the Reset key. | | 
display station. Continue by using valid keys. 

0028 You pressed a key that is not used by this Press the Reset key. 
display station. ; Continue by using valid keys. 


The second key pressed during a Press the Reset key. 


diacritic-key function did not produce a Enter a valid combination. 
valid combination. 


0040 The ‘data set ready’ line is inactive and it Recovery from this error must be made at 
should be active. the 5294 Control Unit. 
The receive clock signal failed during a Recovery from this error must be made at 
receive operation. the 5294 Control Unit. 
The ‘data set ready’ line is active and it Recovery from this error must be made at 
should be inactive. the 5294 Control Unit. 
The 30-second communications time-out Recovery from this error must be made at 


has expired with no valid data being the 5294 Control Unit. 
received. | 


0044 


0050 Either the ‘clear to send’ line was inactive Recovery from this error must be made at 
while the ‘request to send’ line was active the 5294 Control Unit. 
or the ‘clear to send’ line was active while 


the ‘request to send’ line was inactive. 

The transmit clock signal failed during a Recovery from this error must be made at 

transmit operation. the 5294 Control Unit. 

The 5294 Control Unit detected an internal Recovery from this error must be made at 
error. the 5294 Control Unit. 


The 5294 Control Unit received an invalid Recovery from this error must be made at 
command from the system during the 5294 Control Unit. 
communications. 


0054 


An attempt was made to run online Press the Reset key. 
verification tests not supported by the host | Continue to use the display station without 
program. performing the verification tests. 


0097 
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Error 
Code 


0099 


hes, iscsscnac 


An error occurred before sign-on. The key | Press the Reset key. 
function you pressed is not valid at this Use the correct procedure to sign on. (On 
time. most systems, you can initiate sign-on by 
pressing the SysRq/Attn key.) 


An error occurred during sign-on. Either 
the host system is not operating or the 
remote workstation controller is not 
communicating with the system. 


Press the Reset key. 
Use the correct procedure to sign on. 

If the error persists, contact the system 
operator and ensure that the system is 
operating. 


An error occurred after sign-on. The 
program or utility did not recognize the 
key you pressed. 


Press the Reset key. 
Try to run a different type of job or 
procedure. If the error occurs again, 
contact the system operator to determine 
if there is a problem with the system. If 
the error does not occur again, there is a 
system programming problem or a keying 
error. 
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90XX (Error Codes Appearing in Position A or C) 


Error | Cause | | Recovery Action | 
Code 


Your record table is full. There is no room Press the Recrd key. 
to enter additional keystrokes. To enter a new keystroke sequence, 
remove the keystroke sequence defined 
for one Command (or F) key as follows: 
Press the Recrd key, press that Command 
(or F) key, then enter the new keystroke 

| sequence. 

Or, to erase the stored keystroke 
sequence, press the Recrd key, press that 
Command (or F) key, then press the 
Delete key. 


Invalid record table format Press the Reset key and continue your 
record/play operation. 


While performing the record or play Press the Reset key or a valid Command 
function, you pressed a key other than the (or F) key. | 

Alt, Recrd, Reset, or Shift before pressing 
a valid Command (or F) key. 


9004 While performing the record or play Press the Command (or F) key only. 
function, you pressed a Command (or F) 


key with the Alt key pressed. 


9007 While performing the record function, you Press a valid sequence key. 
pressed the Play, Setup, PrtSet, Zoom, or 
Jump key. 


These are not valid sequence keys. 


901 


| Press the Reset key or a Command 
key that has a keystroke sequence 
assigned to it. 


While performing the play function, you 
pressed a Command (or F) key that does 
not have a keystroke sequence assigned 
to it. 


While see setup functions, you 
pressed a key with no setup function 
assigned to it. 


While performing the test function, you Press the Reset key or Test key. 
pressed an invalid key. 


You pressed the Reset key with an Alt key, Press the Reset key without the Alt key 
or pressed the Pause key in normal pressed. 


(or F) 


Press the Reset key or a key with a setup 
function assigned to it. 


communication mode. 
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Error 


Cause Recovery Action 
Code 
You pressed several keys at the same Press the keys one at a time. 
time. If you cannot recover from the problem, 
the keyboard element is failing. Refer to 


the IBM 3197 Display Station Problem 
Solving Guide, GA18-2547. 


Press the Reset key. 


While the host system is specifying the 
cursor to blink, you tried to change the 
cursor to the normal one. 


Record Mode 
After pressing the Pause key in record 
mode, you pressed the SetUp, PrtSet or 
Play key. 
Play Mode 
While playback is suspended due to 
Pause, you pressed the SetUp, PrtSet or 
Recrd key. 
9030 Jump key was pressed when not in 

two-display mode. 
Back or Fwd key was pressed when the | 
local scroll function is not available. 

| Zoom (asa ) key was pressed when not 
in two-display mode. 


9051 While performing printer setup functions, 


9018 


Press a valid key other than SetUp, PrtSet 
or Play key. 


Press a valid key other than SetUp, PrtSet 
or Recrd key. 


Press the Reset Key 


setu Press the Reset key or a key with a printer 
you pressed a key with no printer setup setup function assigned to it. 
function assigned to it. 


Printer data may be lost. Check your 
attached printer and make the printer 
| ready. 


Printer not ready or end of paper. 
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XXX (Alpha Characters Appearing at Position C) 


Recovery Action 


a The logic element is failing. Refer to the [BM 3197 Display Station 
| Problem Solving Guide, GA18-2547. 


The keyboard element is failing. . Set the power switch to O (off). 
Make sure that the keyboard cable is 
tightly connected to the logic element. 
Set the power switch to | (on). 
Does the error code still appear? 
YES, the keyboard element is failing. 
Refer to the /BM 3197 Display Station 
Problem Solving Guide, GA18-2547. 


Re-set the setup functions, if required, 
referring to the appropriate procedures in 
this manual. 


The address of your display station has Re-set the station address (or printer 
not been entered. The incorrect address address) using the setup procedures in 
is being set. this manual. 
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Appendix B. Keyboard Layouts for Languages Other Than U.S. 
English 


Figures B-1 through B-15 show the keyboard layouts for languages other than U.S. English. The table 
shown below is a quick index for each keyboard layout. 


Portuguese 
Spanish 
Spanish-Speaking 


| Swiss-Bilingual-French 
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122-Key Keyboard 


la 
( ee JEWEL 
ee || 
CODE DED 


a 
FUG 
ame CL 


D9 Seer 


oo @ 
coer as 


ai 
allel 
TGuGE 


2s 
£8 
wa 


103-Key Keyboard 


Bilger 
(De Tee 
peered | 
Ce De De 


Gi Cy 
GUC =U 
AGL Cy 


j as 


Tilelelul 


B-1. Austrian/German Keyboard 


Figure 


Guide 
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122-Key Keyboard 


Toca 


Ce Te Deed 
af 
CIe De Det 


Ce Gy 
CULICIGHED 


De) Gls 

Ce Ge eaed 
enti 6 ain 
IGG 
CCID 


103-Key Keyboard 


rl 


CUCUEDE 
(ee Te 


my oF 
oy) GG 
ui) ~ 


eet, 


am 
tec] 


ea eT 
Sa CL 
Telelod 


Belgian Keyboard 


B-2. 


Figure 


U.S. English B-3 
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122-Key Keyboard 


(eee 


Te Lee) 

mena 

a o lee tel 7 
CTCIGIGRED Ce DEE 

ae qaag gw 

nl gin Ce] WO) We 

| i 0 

Tm 

EL ctl | com 4 

et Stet : com 
* Ege Ca a 
ley Glsyerel gq aeten 
ie) ened Gl Sin 
CD Glennie el ereleten 
el eos a Sle 
3 jo 

aa SST ; ear 
TI : a inlaitl 

UCC gd GW 


ide 


B-3. Canadian French Keyboard 
Gu 
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Figure 


122-Key Keyboard 


a a 
(ete Jel 
ene | 
Cee DED 


CG Gy 
CLIC UG WED 
C1) 


fee | 

om “EEL 
me 

inti sia aiee 


Gian Go aif 
“aC Tl Clon 


Ce Dele wa 
EUCOGUCUGY 


103-Key Keyboard 


bUCIeDE 
(ee Ie 


7G Cl 
flees 
eI Cy 


Ube 


(J 
ee 
outa 


eal 


=) 
ha GTO 


B-4. Danish Keyboard 
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122-Key Keyboard 


ete 
Ce Te ee 
ea || 
Coe De Det 


ac 
PIG CUCUEL 
PAG Cl 


An) Gwe 
Allis. 
CGUGHGEGE 

ACen 


103-Key Keyboard 


SetUp F14 F17 F19 ' F21. F22 F24 
fe} fie Nee FD) flee ee Nee) fe Mex Nfs Mes) fon if Nf 
i /recrd \ 


NCTE 
Cee JEU 
ene ee || 
Cee De 


ia CI 
CHC = 


eI) an 


2 
o 
J 
Qa 
ry 
x 
o 
& 
ao 


(J 


Tz 


ao 


Tee 

esa. 
+f 

EUWEDLL 


B-5. Finnish/Swedish Keyboard 


Figure 


Guide 
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122-Key Keyboard 


ee 
Ce Je De U 
eee | 
Ce Je DEL 


CG GL 
CIGIEIGtL 


== el 
@ Vey So 


ey Ge 
=i 
aia =a 


el 
none a on 


Cit GUL 
Cs a 


103-Key Keyboard 


Contig F13 F15 F16 FI7 F18 F19 F20 F21 F22 F23 F24 
Attn [ | | | |: | [s | |: | F6 F7 FB F9 F10 FY F12 


CUCIGUG 
ete Le DY 
SET || 
Cie Je DED 


am 
cd §=COGL 
wig) =~ 


Tee 


Cres! 


SELL 


B-6. French (AZERTY) Keyboard 


Figure 
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122-Key Keyboard 


(Dee ee 
eee | 
Ce Ue DEL 


cig 
Te NCICLED 
cacy Gl 


Al 


oo a 
men Gl 


ae 
ed CL 


CIC I@EGwGL 
wl J GOOG 


103-Key Keyboard 


EAGER 


Cee ele 
eT || 
Ce DED 


a 
clea 
(i en 


aL [ful 
ete | 


aig tl 


Tie | 
hee 


ure B-7. Italian Keyboard 


Fig 


Guide 
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124-Key Keyboard 


eed 
(ee Lee 
ceesbetad | 
Ce DeDEL 


CIGD Gd 
COLIC GIED 
CHG Cy 


ag ee 


are 


cic co 


(eT WeGL 
CICIGIOIG 


104-Key Keyboard 


CUCL 
(Je Je IEC 


aD os 
cae 
a) 


uy fal 
ee 


ca 


Katakana Keyboard 


B-8. Japanese 


Figure 
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122-Key Keyboard 


ene 
Cee Tele 
ee | 
Cee DED 


CGD CL 
CUCUEIGWED 
CHC CL 


Tae 


mee 


OM Bag 
TL ml 
COG) talent 


LY eRe 


TUNG 


Cie Tew 
WIOIGNO IW 
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CDeet 
(Tee JEU 
eee | 
Cee DED 


Clg CI 
eee el 
en Ga Ci 


meeigic 
atu 


=e Teer 
asa ol 


eat 


elec 


ce 
A tt ‘ 
q@ oclGo 


B-9. Norwegian Keyboard 
Guide 
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Figure 


122-Key Keyboard 


TICES 
(Te Tle Le LIch 
atararaiAl 
He Te 


ag 
IGE 
CHey CD 


ar 


ae) coe 
UY SGICIGn 
ncn ear eat ea 
SICIGICLG 


103-Key Keyboard 


mags 
(Hee eG 


CHG 
Cy Ger 
eH} 


o 
i+] 
iJ 
a 
a 
x 
Q 
S 
a 


oy 


ase 
£ £ 
sitll MLCT! 


Keyboard 


B-10. Portuguese 


Figure 
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122-Key Keyboard 


(He Ie De Wey 
eee | 
COG DDE 


Ce CL 
CHG JG le) 


103-Key Keyboard 


li 


F17 F18 F19 F21 F23 F24 
FS F6 F7 Fg Ft F12 Ayuda Borra 
[Repro \ 


- 
EJ] 
ea 
cos 


(ee De UGLY 
epee || 
CIGD 


Cs Ct 
CU =GOGu 


(e 


see 
rede 


B-11. Spanish Keyboard 


Figure 


Guide 
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122-Key Keyboard 


fio Go 


| a 
Cee Led 
areal | 
Cee De 


CG GU 
ne ee 
CHC CU 


= 


103-Key Keyboard 


al 


e ale 


Ale 
feo Vo eel [Pre \} {/Peuse\ 


my 
IC) OGL 
aman ~ Ga 


Al 


= 


ae deten 
File Al 


B-12. Spanish-Speaking Keyboard 


Figure 


U.S. English B-13 
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122-Key Keyboard 


a 

Po a ae 
a ae 

N 


ee 


ai 


Cae IGE 
EVOIGDLUGY 


Tele Del 
anGverast 
Ser Crete eben 
ma oo sisi 
SOIL TeTIICH 
qaan «@ 
rama fil co GC) OG 
_ ey fo GG ~ Gl 
et a ee Lb | ee eet [ut 
eek asa Hs ey 
Sey Sree 3 Set 
oo) ete a Sete 
a SET ai cee 
G Te arena l Ei eee 
eet — GileaeT 
Sey Goedel aq oe 
ioe 
Oo SIT 4 Seer 
Coll a ellen 


103-Key Keyboard 


ide 


B-13. Swiss-Bilingual-French Keyboard 
Gu 
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Figure 


122-Key Keyboard 


TOM 


Saar 
EJ le J fle | 
‘ C.UCIGIGs 
araraiatl CITED 
Sc sie erates || 
CULIE0GaIE COED DeD 
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Ces eS Bese 
COL Gel ee) CeeSCOC] 
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Ce) el CD Seeder 
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Cl] Se) 


el 
eeu 
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« 
23 
£3 

ad 


Cy) 


103-Key Keyboard 
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B-14. Swiss-Bilingual-German Keyboard 


Figure 


122-Key Keyboard 


ma at ee 
(Tete Dele 
eee | 
Ce De DED 


CIGD GU 
CUGUEIGIEL 


mall 
ian pelle 


Ot Se 


Ce DGG 
EIOIGICUGY 


103-Key Keyboard 


ee Pause \ 


a 
(ii 


EAN Ga ea 
(Jee JED 
eee | 
Ce Ue DET 


ma 
Clee 
mi | i 


es |e 
ee 
nce sim 


ama 
rll Ce 


B-15. U.K. English Keyboard 


Figure 


Guide 
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103-Key Keyboard 


Sle 


| GIGUEIE 


(De Tee 
a aratar ill 
Ce De Te Tle tJ 


Cae Ci 
Cle ee 
GD Ci 


fil = al 
aust 


| 
SEIT 
ciel CI 
el 
en 


Le 
ie lC) 
SC Tlelul 


B-16. Dutch Keyboard 


Figure 
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Glossary 


This glossary defines terms and abbreviations that are 
used in this manual. If you do not find the terms you 

~ are looking for, refer to the Index or to the IBM 
Vocabulary for Data Processing, Telecommunications, 
and Office Systems, GC20-1699. 


alphameric. Consisting of both letters and numbers, 
and often other symbols. 


attribute. A characteristic. For example, attributes of 
a displayed field could include brightness and reverse 
image. 


blank character. A character that is not displayed but 
occupies a position on the display screen. 


cabie-thru. A speciai feature or standard function that 
allows multiple workstations to be attached to the same 
host system through a single cable path. 


character location. A location on the display screen at 
which one character can be displayed. 


clicker. A mechanism that sounds when a key is 
pressed and accepted for processing. 


command. An instruction that directs the system to 
perform an operation. 


command key. One of 24 keys on the top row of the 
122-key keyboard that is used for operating or adjusting 
the display. 


command keys. The keys on the top rows of the 
keyboard that are used with the Cmd key (or F key) to 
request a pre-assigned action of the system or 
program. 


communication cable. A cable that carries commands 
and data between the host system and the display 
stations or printers. 


controller. See control unit or workstation controller. 


control unit. A device used to coordinate and control 
operations of one or more attached workstations and to 
synchronize their operation with that of the host 
system. 


cursor. A movable marker on the display screen that 
may appear as an underscore or as a rectangular 
block. The cursor indicates where the next character 
entered from the keyboard will appear. 


display. The visual information on the screen. 
display field. See field. 


display screen. An electronic vacuum tube, similar to 
a TV display tube, used to display characters. 


display station. An input/output device containing a 
display screen and an attached keyboard. 


display station operator. A person who uses the 
keyboard to perform operations at a display station. 


display system. The group of display stations and 
printers that are attached to a system. 


field. One or more consecutive positions on the 
display screen set aside to contain a specific type of 
data; for example, a name or telephone number. 


formatted display. A display screen with fields 
established for specific information that may be 
restricted to the use of certain keys; for example, a 
field reserved for credit card numbers cannot contain 
letters. Contrast with free key mode. 


free key mode. An operating mode that allows the 
entering of data without control by a system program 
(unformatted). Contrast with formatted display. 


function key. One of 12 keys on the top row of the 
102-key keyboard that is used for operating or adjusting 
the display station. 


hexadecimal. A numbering system with a base of 16. 
Valid digits range from 0 through F, where F represents 
the highest units position, which is equivalent to 
decimal 15. 


home position. The first input position of the first input 
field on a display screen. 
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host system. The main computer and the 
programming necessary to execute customer jobs. The 
host system can have numerous display stations or 
printers attached. 


image. The characters or attributes shown on the 
display. 


input field. An area on the display in which an 
operator enters data. Input fields are blank on the 
display and can be preceded by a prompt. 


keystroke sequence. The sequence of keys pressed 
while performing the record function. 


message line. The line below the separator line on 
which messages and error codes appear. 


multinational character set. The 188-character (or 
184-character) display and printer character set that 
includes special characters and symbols for different 
languages. 


normal image. A display that has light characters ona 
dark background. 


null character. A blank that is displayed as the result 
of zeros occupying character positions in the buffer. 


offline. The status of equipment or a processing 
operation that is not being controlled by a control unit 
Or a processing unit. 


online. The status of equipment or a processing 
operation that is being controlled by a control unit ora 
processing unit. 


operating status line. The line near the bottom of the 


display that indicates the operating state of your 
display station and the system to which it is connected. 
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operator’s manual. A book, produced by the : 
programmers of a system, that contains the procedures 
for operating the system. Other names for the 
operator’s manual are the system procedures manual, 
the user’s guide, and the job instructions book. 


power cord. A cord that plugs into a wall outlet 
supplying electrical power. 


printer. A device that provides printed hardcopy 
output. 


program. A series of coded instructions, written for a 
computer, that performs a specific job; for example, 
order entry or payroll. The program is stored in the 
host system and can be accessed by the display station 
using the Cmd key procedure. 


security keylock. A key-operated switch used to 
control the use of the keyboard and/or data 
communications operations. 


system. See host system 

system operator. A person who uses a display station 
(designated as the system console) to activate certain 
system functions and to control and monitor system 


operation. 


typematic keys. Keyboard keys that repeat their 
function when pressed and held down. 


unformatted display. See free key mode. 
workstation. A display station or printer. 
workstation address. The characters or codes that 


identify a specific workstation in a cable-thru 
arrangement. 
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